SA WG2 Temporary Document

Page 1
-


3GPP TSG SA WG2 Architecture — S2#47
S2-051832
27 June - 1 July 2005

Montreal, Canada
Source:
ETRI

Title:
QoS Architecture for WLAN Direct IP Access
Document for:
Discussion
Agenda Item:
7.5
Work Item / Release:
I-WLAN / Rel-7

Introduction
At the last SA2 meeting, QoS architecture for 3GPP-WLAN Interworking has been approved. Therefore, QoS architecture for WLAN Direct IP Access needs to be introduced in TR 23.836. This contribution proposes QoS architecture for WLAN Direct IP Access and rearranges two figures for QoS architecture.
Discussion

Figure 1 shows the considered QoS architecture for WLAN Direct IP Access.
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Figure 1. QoS Architecture for WLAN Direct IP Access

Conclusion
It is proposed to add following changes to QoS architecture requirements for WLAN Direct IP Access in TR 23.836.
**** Start of changes ****

4
Architectural requirements and considerations

4.1
Basic assumptions

4.2
Architectural requirements 

Figure 4.1 shows the considered QoS architecture for WLAN Direct IP Access.
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Figure 4.1: QoS Architecture for WLAN Direct IP Access
Figure 4.2 shows the considered QoS architecture for WLAN 3GPP IP Access.
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Figure 4.2 : QoS Architecture for  WLAN 3GPP IP Access
The End-to-End Service provides transport of the signalling and user data between the WLAN UE and another (external) TE (or correspondent node) passed over different bearer services of the network. In case of WLAN Direct IP Access, it consists of WLAN Bearer Service and External Bearer Service. In case of WLAN 3GPP IP Access, it consists of 3GPP IP Access Bearer Service and External Bearer Service.

The External Bearer Service is not further elaborated here as this bearer may be using several network services, e.g. another UMTS Bearer Service (TS 23.107 [6]). The 3GPP IP Access Bearer Service provides transport of signalling and user data between WLAN UE and PDG and supports I-WLAN QoS.

WLAN Bearer Service supports WLAN AN specific bearer capability between WLAN UE and WLAN AN.
**** End of changes ****
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