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1. Overall Description:

The "peak throughput class" R97/R98 QoS parameter is used in 3GPP TS 44.060, including reference to 3GPP TS 23.060 where the relevant definition is supposed to be found. However it appears that this definition, included initially in 3GPP TS 03.60 up to R98, was removed from R99 onwards from this specification (CR 23.060 043 rev.2).

The peak throughput values defined in 3GPP TS 24.008 (Quality of Services IE) are matching (encoding and meaning) the original definition of the "peak throughput class" as found in 3GPP 03.60, but there is no explicit use of this terminology (only "peak throughput" is mentioned there).

GERAN WG2 would like to notify CT1 and SA2 about this missing definition, and would appreciate any comment on whether 24.008 could actually be considered as the repository for the definition of the peak throughput class.
GERAN WG2 would also appreciate to be informed about any update that could be felt needed by CT1 or SA2 in the relevant specification(s) (e.g. explicit introduction of "peak throughput class" terminology in 3GPP TS 24.008).

Note: 3GPP TS 23.107, which is referenced in 3GPP 24.008, is providing the mapping between R97/98 and R99-onwards QoS parameters, but does not contain either a definition of the "peak throughput class."
2. Actions:

To CT1, SA2
ACTION:
GERAN WG2 kindly ask CT1 and SA2 to comment on the assumptions expressed in this LS and inform GERAN WG2 of any potential update that could be felt needed in the relevant specifications.
3. Date of Next GERAN WG2 Meetings:
G2#26
29th Aug – 02nd Sep 2005
Schaumburg, USA
G2#26bis
03rd Oct – 07th Oct 2005
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