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Discussion

This contribution proposes requirements on the IMS communication service identifier that should enable a fast and simple introduction of such identifiers. Main requirements are the compatibility of the general concept of an IMS communication service identifier with the already existing PoC service identifier and usability of the service identifier to invoke service logic in the S-CSCF based on initial filter criteria. 
Proposal

The following requirements on the IMS communication service identifier are proposed.
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5
The IMS communication service Identifier

5.1
Requirements on the IMS communication service identifier

Editors Note: This section will provide a description of the requirements on the IMS communication service identifier

The IMS communication service identifier shall fulfil the following requirements:

1.
It shall be possible for the UE and an Application Server (AS) to set the IMS communication service identifier in a SIP request, e.g. in the REGISTER and INVITE request.
2.
Based on operator policy the S-CSCF or an AS shall be able to validate an IMS communication service identifier in a SIP request. This includes e.g. to check the syntactical correctness of a service identifier.
3.
It shall be possible, e.g. for the UE, S-CSCF and AS, to identify an IMS service uniquely by the IMS communication service identifier.
4.
It shall be possible for the S-CSCF to invoke appropriate service logic based on the IMS communication service identifier contained in a SIP request, e.g. route a SIP request containing a service identifier based on initial filter criteria to the correct AS.
5.
It shall be possible for the UE to invoke appropriate applications based on the IMS communication service identifier contained in a revceived SIP request.
6.
It shall be possible for the UE to indicate its service capabilities to the network, e.g. during registration, using the IMS communication service identifier. 
7.
Format and structure of the IMS communication service identifier shall be compatible to the already defined PoC (Push-to-Talk over Cellular) service identifier, i.e. the PoC feature tag. As a consequence it shall be possible to interpret the PoC feature tag as an IMS communication service identifier.
8.
The structure of the IMS communication service identifier shall be as simple as possible, i.e. the IMS communication service identifier shall be limited to identify a service.
9.
Based on operator policy S-CSCF and AS shall consider the IMS communication service identifier for online and offline charging, e.g. put appropriate data into call detailed records.
10.
It shall be possible for the P-CSCF to inform the PDF during session establishment about IMS communication service identifiers used in a SIP request, e.g. used in the INVITE request to establish a multimedia session.
5.2
The IMS communication service identifier

Editors Note: This section will provide a stage 2 description of the IMS communication service identifier
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