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1
Introduction

At the joint SA 2 – RAN 3 meeting in Montreal, Vodafone presented SRJ-050091. This compared two possible means for connecting the PCRF into “architecture B.2”.

This paper proposes a conclusion for this topic.

2
Discussion

SRJ-050091 listed some requirements that the PCRF needs to meet, and then, analysed two possible solutions. 

Further consideration of these topics, and in particular, the considerations on how to charge accurately for MT IMS sessions that are subject to inter-RAT handover, indicate that connection of a single PCRF (for one customer) to the inter-AS MM appears to be the only simple feasible solution.

3
Proposal

It is proposed that Figure B.2 in TR 23.882 is updated as shown and described below. 

The proposed changes are :

- the PCRF2 bubble has been moved and is now connected to the Inter-AS-MM bubble by Gx+

- the new blue text is added

- the editor’s note on how the PCRF2 connects to other elements has been removed.

If/when incorporated into 23.882, the blue text will get changed to black text. 
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Figure-B.2


			Inter-AS MM: Inter-Access-System Mobility Management





			PCRF2: Evolved Policy and Charging Rules Function








			Gi+ : Gi with added Inter-AS mobility support and charging related information.


			Wi+ : Wi with added Inter-AS mobility support and charging related information.
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Figure-B.2


• Inter-AS MM: Inter-Access-


System Mobility Management


• PCRF2: Evolved Policy and


Charging Rules Function


• Gi+ : Gi with added Inter-AS


mobility support and charging


related information.


• Wi+ : Wi with added Inter-AS


mobility support and charging


related information.
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