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Results from drafting: replacing functions:

· Intra-radio access mobility, connected mode

· Location management, Paging, Intra-radio access mobility in Idle mode

	Location:

High-level Function:
	RAN
	CN
	Comments

	Intra-radio access mobility, connected mode
	X
	FFS
	Replaced by following functions:

	Determine tracking areas and PLMNs allowed for handover in LTE_ACTIVE
	
	
	Derived from subscription

	Guiding the measurement process within UE for handovers in LTE_ACTIVE
	
	
	

	Decision for intra system handover in LTE_ACTIVE
	
	
	Based on measurements and resource availability, blind handover also possible

	Path switch/mobility anchor for intra system handover in LTE_ACTIVE
	
	
	

	Transfer of UE specific contexts for handover of LTE_ACTIVE UEs
	
	
	

	
	
	
	

	Location management, Paging, Intra-radio access mobility in Idle mode
	FFS
	FFS
	Replaced by following functions:

	Indicate cell information (PLMN-ID, tracking area-ID, radio parameters) to UE for cell/PLMN selection in LTE_IDLE
	
	
	

	Accept/deny and store UE’s location (tracking area) in LTE_IDLE
	
	
	For paging inactive UEs and for recovery

	Initiation of Paging of LTE_IDLE UEs within tracking area
	
	
	

	Local Storage of subscriber information about allowed PLMNs and location restrictions within PLMN 
	
	
	To decide on tracking areas allowed for UE/user
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