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	The 22.279 includes the following requirement:
“The following two service modes will exist in regards to IMS registration depending on different UE implementations:

1)
IMS pre established state: the CSICS capable UE performs the IMS registration at switch on. 

2)
IMS on demand state: the CSICS capable UE performs the IMS registration:

-
to start the communication, or

-
to add a IMS component to an existing CS call.

Interoperability between UEs that implement such different approaches shall be enabled.

During a CS call it shall be possible to request establishment of the IMS session whether the invited UE is IMS registered or not. The invited user shall be able to accept or reject the IMS registration request.”
That is, a CS call should be able to trigger a UE to perform an IMS registration via user interaction.
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5
Architectural requirements

5.1
Architectural requirements

The following general requirements are applicable to CSI:

-
The solution is applicable to GERAN and UTRAN;

-
A CSI capable UE requires DTM capability (in case of GERAN access) and MultiRAB capability (in case of UTRAN access);

-
IMS networks and IMS UEs without CSI support should not be impacted;

-
CS core, PS core, xRAN are not to be impacted. Conclusively, changes should be restricted to the IMS elements and the UEs that support CSI for IMS;

-
Procedures connecting the IMS to the CS domain, to the PSTN and to other SIP networks, including other IMS networks should remain unchanged;

-
CS only UEs and PS only UEs are not to be impacted;

-
CSI capable UE provides capabilities to associate the corresponding peer-to-peer CS and IMS communication  to present it within one context for the user. The IMS communication may be peer-to-peer session or session unrelated communication, e.g. IMS immediate messaging;
-
The quality of the CS call (e.g. voice quality, setup delay, handover, etc.) shall not be impacted from a user perception point of view regardless of whether the CS call is combined with an IMS session or not;

-
The use of CSI requires that the UE is CS attached, PS attached and IMS registered;

-
The solution shall be transparent for the end-user;

-
Existing security mechanisms for CS and IMS shall be re-used;

-
For network efficiency, the UE capability exchange functionality requires the terminal to store information about the other terminals' capabilities;

-
Functionality is required to handle remote parties who use more than one device (e.g. with the same MSISDN or the same public user ID).

-
The same MSISDN should be used for the users IMS subscription and their CS subscription. The system behaviour is not specified for the case where the MSISDN for the IMS subscription and the CS subscription are different.
-
If the UE is not IMS registered and receives a CS call including information about the current radio environment of the calling party (see subclause 7.2.1), then the UE, via user interaction/configuration, should make an IMS registration using an IMS public user identity associated with the MSISDN used in the CS call.
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