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1 Introduction
The goal of this document is to make it clear, what service level will be supported by the inter access system handover related function (e.g. mobility management function, QoS management function …) of SAE for the mobility between different access systems (e.g. GERAN/UTRAN, Evolved RAN, and non-3GPP IP Access includes WLAN 3GPP IP Access). This document considers the only mobility in PS domain.
2 Discussions
From here, the terminology for service level follows definitions in clause 5.1 of [1], except for the use case (e.g. service continuity and seamless service corresponding service level of scenario 4 and 5 respectively).
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Note: The cells in diagonal are intra AS mobility cases so they are out of scope in this discussion.
· Seamless service of PS domain sessions (conversation, streaming, interactive, and background) is required between the UTRAN/GERAN and EUTRAN.

· During handover between Evolved RAN and WLAN 3GPP IP Access or between UTRAN/GERAN and WLAN 3GPP IP Access, degradation of service shall be no greater than service level between the UTRAN/GERAN and Evolved RAN

· Service continuity of PS domain sessions is required between the EUTRAN and non-3GPP IP Access

· Service level for the mobility between WLAN 3GPP IP Access and non-3GPP IP Access, and between two different non-3GPP IP Accesses are FFS. The necessity of service level management by SAE for handover between two different non-3GPP IP Accesses is FFS.

It is proposed that the discussion result is added to the Annex of TR 23.882.

3 References
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