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1.
Introduction
TISPAN WG2 reviewed the TS 23.167 at the 8bis meeting in Sophia Antipolis. It was suggested that the P-CSCF should have the possibility to allow the emergency session to continue for the case where the UE may not recognize the session is for emergency session.
2.
Discussion

If an UE cannot recognize an emergency session (e.g., no explicit indication), the P-CSCF would reject the setup and respond with an indication of emergency session setup back to UE. This rejection may not be appropriate procedure in broadband access network where CS access is not available. Thus the UE cannot make any emergency session at all. 
This contribution contains changes for TS 23.167 to handle operator configurable emergency setup rejection for fixed broadband access and I-WLAN access.

3.    Proposal

The proposed changes and additions to TS 23.167, version 0.1.1, are shown below using revision marks.

<< First change >>
7.1.2  Non UE detectable Emergency Session
As the UE could not detect the emergency session, the session establishment request will be sent to the P-CSCF as per a normal session establishment procedure. Prior to sending the session establishment request the UE must be registered in the IMS.

In the case that the P-CSCF can detect that this is a request to establish an emergency session, then the following shall apply:

-
Upon the reception of the session initiation request, the P-CSCF, upon detecting that this is an emergency request and based upon the local policy to either:
--
rejects the session initiation request with an indication that this is for an emergency session, or
--
forwards the request to an appropriate E-CSCF although no security association between UE and P-CSCF is established.

-
When the UE receives the session rejection with the indication that the session initiation was for an emergency service, then the UE would initiate the “UE Detectable Emergency Session” described in sub-clause 7.1.1 above.

In the case that the P-CSCF does not detect that that this is a request to establish an emergency session, and the S-CSCF does detect that this is a request to establish an emergency session, then the following shall apply:

In the case that the subscriber is roaming:

-
Upon the reception of the session initiation request without an emergency service indication, the S-CSCF, upon detecting that this is an emergency request will reject the session initiation request with an indication that this is for an emergency session.

-
When the UE receives the session rejection with the indication that the session initiation was for an emergency service, then the UE would initiate the “UE Detectable Emergency Session” described in sub-clause 7.1.1 above.

In the case that the subscriber is at home:

-
Upon the reception of the emergency session initiation request, the S-CSCF shall route the signalling towards the emergency centre or PSAP.
If the PSAP/emergency centre contains a point of presence within the IMS connectivity network, the S-CSCF shall forward the emergency session initiation request directly to the PSAP/emergency centre.
If the PSAP/emergency centre has its point of presence in the PSTN/ISDN network or the CS domain, the S-CSCF shall forward the signalling to a MGCF (maybe via a BGCF). The MGCF may insert any available location information in the PSTN/CS signalling.

<< End of changes >>
3.      Conclusion
Agree to add the above changes to TS 23.167.
3GPP

SA WG2 TD


