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1.
Introduction

TISPAN WG2 reviewed the TS 23.167 at the 8bis meeting in Sophia Antipolis. It was suggested to add texts to describe emergency location information for fixed broadband access and I-WLAN access to the TS.

2. Proposal

<< First change >>
4.3.3 Emergency location information for fixed broadband access

For fixed broadband access, the UE may know its own geographical location. If the UE knows its geographical location, it shall insert the geographical location information in the SIP INVITE request when establishing the emergency IMS session.

As an alternative, if the UE is not able to determine its own location, the UE should try to request its location from the access network. The access network may know the location of the access point where the UE is connected to. The UE should request the location information from the access network according to sub-clause 7.8.2.2. The UE shall insert the location information received as a response to the location query in the emergency SIP INVITE request.

If the UE does not know its location and is unable to obtain its location from the access network, then the UE shall include an indication in the emergency SIP INVITE that its location is unknown. 
If the UE does not provide location information, the IMS network may request location information from the access network according to the sub-clause 7.8.2.3 and insert the location information in the received INVITE request The IMS network may also request location information from the access network in the case that verification of the location information provided by the UE is required. After such verification, the IMS network may override the location information received from the UE before routing the request to the PSAP. 
Editor’s note: how the IMS network routes the emergency session based on location information is FFS.
Editor’s note: Emergency location information for I-WLAN will be placed in a separate subchapter.
<< End of changes >>
3.      Conclusion

Agree to add the above texts to TS 23.167.
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