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Introduction

TR 23.816v1.0.0 cover page has the following open issue:

“Further study is required on the means to administer the IMS communication service. (Note:  The results of this may not be within the scope of the TR to document”
This contribution proposes to utilize the IETF RFC 2506 “Media Feature Tag Registration Procedure” for defining the service id and register the service id with the Internet Assigned Numbers Authority (IANA) as a centralized database for IMS communication service.
This mechanism was successfully utilized by the OMA Push to Talk over Cellular (PoC) WG to register it’s PoC feature, e.g. +g.poc.talkburst and +g.poc.groupad. 

Moreover it fulfills requirements listed in the section 6.1 “Requirements on the administrative procedures for the IMS communication service identifier”

6.1
Requirements on the administrative procedures for the IMS communication service identifier

In order to support the industry to use the IMS in a suitable manner, an efficient means to administer a communication service identifier is required.  This section outlines some of the requirements on the administration of a communication service identifier.

The requirements on the administration of a communication service identifier are:

· The communication service identifier shall be globally unique.

· Organisations producing specifications or recommendations utilising the IMS shall be able to obtain a communication service identifier for a communication service they define.

· When a standardisation organisation is allocated a communication service identifier, the reference to the specifications describing communication service shall be recorded.

· For IMS communication services that have related presence attributes the description containing the IMS communication service identifier shall contain a reference to the related presence attributes and specification.

Proposed Changes

********** first change *********
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1] 
IETF RFC 2506: "Media Feature Tag Registration Procedure".

********** end of  first change *********

********** Second Change ***********

3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

Abbreviation format

IANA
Internet Assigned Numbers Authority (IANA)
********End of Second Change ************

6.2
Administrative procedures for the IMS communication service identifier

Editors Note: This section will provide a description of the agreed administrative procedures for the IMS communication service identifier, as well as any alternatives that are identified during the study.

The administrative procedure for the IMS communication service identifier utilizes RFC2506 [1], where a well defined registration with Internet Assigned Number Authority (IANA) is documented to ensure globally unique of the IMS communication service identifier.
********** Third Change ***********

