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1.
Introduction

This paper introduces new text for call origination procedure. Majority of the text is borrowed from TR23.806. 

2. Discussion

********** start of new text (1) **********

6.2.1 Origination

6.2.1.0 General

VCC is realized by using IETF Third Party Call Control (3pcc) function which controls the bearer path for all CS and IMS originations from the VCC users that are subscribed to the Voice Call Continuity service. All CS and IMS originations of such users are anchored at CCCF to facilitate control of the bearer path upon domain transfer. 

6.2.1.1 UE Origination from CS Domain

Special techniques are established at the UE and the Visited MSC in areas with overlapping coverage and with borders between the two domains so that CS originations for VCC users are routed via CCCF in user’s home IMS network. The CS originating calls are routed to CCCF for enablement of 3pcc function to control the bearer path of the call. The original called number along with other information required to complete the call is passed to CCCF so that the CCCF can originate a call to the remote party on behalf of the user. 

This routing function is realized by using CAMEL to steer the calls made by VCC subscribers via the user’s home IMS network.  The UE establishes the call using standard call origination procedures; CAMEL origination triggers at the VMSC invoke signalling to the gsmSCF function of CCCF. If the UE is in a location where VCC is possible and desirable, CCCF provides a CCCF PSI to the VMSC to reroute the call toward the CCCF function in IMS. The CCCF uses the information received in the CAMEL query to originate a call to the remote party on behalf of the user. If the UE is in a location where VCC is not possible and/or desirable, the gsmSCF directs the VMSC to continue with normal call origination procedures. 

********** end of new text (1) **********

[Call flow and the step-by-step description of CS origination goes here]

********** start of new text (2) **********

6.2.1.1 UE Origination from IMS Domain

Existing Mobile Origination procedures described in TS 23.228[x] sections 5.6.1 or 5.6.2 are used to establish a session. The IMS originating sessions are routed to CCCF in the home IMS network for enablement of 3pcc function. The CCCF acting as a Routing B2BUA 3pcc function originates a call to the remote party on behalf of the user. 

********** end of new text (2) **********
3.
Conclusion and Proposal

Agree to include the above text in TS 23.206 in section 6.2.1.
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