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1 Introduction

This paper introduces some high level requirements related to Domain Transfer, which is proposed to be added to section 4.4 & 4.5 of TS 23.206. Some of them are moved from TR 23.806 v7.0.0, some of them are summarized from email discussion. 
2 Proposal

It is proposed to add following text in the section 4.4 and 4.5 of TS 23.206.

4.4
Domain Transfer Procedures
The following Domain Transfer requirements are applied in both CS to IMS and IMS to CS directions:

· Initiation of the CS to IMS Domain Transfer procedure for an ongoing voice call may be based on radio condition; initiation of the IMS to CS Domain Transfer procedure for an ongoing voice call may be based on radio condition and IP connectivity quality to IMS domain.
· The subsequent Domain Transfer procedure should be supported.
· It shall provide Domain Transfer for a roaming user when the user is moving between GSM/UMTS CS Domain and IMS Domain.
· From the end user's perspective, the perceived service disruption should be minimized. Domain Transfer procedure latency should be minimized.
· Signalling load as a result of Domain Transfer should be minimized.
· Voice call quality should be maintained. The number of transcoding stages introduced by the architecture should be minimized.
· Consistent charging information across domains shall be provided when the Domain Transfer is performed, 
· It shall provide UE initiated and network initiated Domain Transfer procedures.
· When a UE is in a mid-call supplementary services, e.g. call wait, call hold, Domain Transfer should be prohibited in VCC phase 1.
Editor's note: It is FFS on how to support the mid-call supplementary services in later VCC phase.
4.5
Regulatory Aspects

The following requirement is applied for VCC phase 1:
· The emergency calls should be maintained in the original domains, Domain Transfer should be prohibited.

· In case of the Lawful interception, the intercepted ongoing calls should be maintained in the original domains, Domain Transfer should be prohibited. 

Editor's note: It is FFS on how to support the regulatory services in later VCC phase.
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