
3GPP TSG SA WG2 #50
S2-060478
16 - 20 January 2006, Budapest, Hungury
Source: 
Samsung, Huawei, Siemens
Title: 
Inter MME/UPE mobility: generic approach
Document for:
Discussion and approval

Agenda item:
7.4.1.2
Work Item / Release:
SAE / Release 7
1 Introduction

This document analyzes the necessity of inter MME/UPE handover in the evolved system. And it proposes a generic IP based mobility scheme for inter-MME/UPE mobility. 
2 Text proposal
***************************** The first change*******************************

7.x
Key Issue: Intra LTE-Access-System inter MME/UPE handover in the active mode
7.x.1
Description of Key Issue
This key issue is about whether it is advantageous to perform an inter-MME/UPE handover in case of an intra-LTE handover, and studies different solutions that can solve this problem.
Note that this key issue partially overlaps with key issue Intra LTE-Access-System handover. It is intended to merge the two key issues once the key issue Intra LTE-Access-System handover is described in this TR. 

Note: Depending on the key issue of UP/CP separation, this key issue can be divided into inter-UPE handover and inter-MME handover. 
7.x.2
Solution for key issue 
7.x.2.1  Alternative 1
7.x.2.2  Alternative 2
7.x.2.x  Alternative x

7.x.3
Impact on the baseline CN Architecture

Editors Note: It is FFS whether there is any particular impact. 

7.x.4
Impact on the baseline RAN Architecture

Editors Note: It is FFS whether there is any particular impact. 

7.x.5
Impact on terminals used in the existing architecture
Editors Note: It is FFS whether there is any particular terminal impact.
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