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1. Introduction
Currently, only MT-LR case has been considered for LCS over I-WLAN. However, the mobile origiated case is also useful for some interesting applications as studied in TR 22.935. This document proposes the WLAN UE originated case of LCS over I-WLAN. 
2. Proposal

<<Begin Change>>

7. Procedures

Editor’s Note: This section will describe the procedures for the functional elements contained in the architecture.
<Existing Texts are Omitted Intentionally>

7.2 WLAN UE Originated Procedure in I-WLAN

 Figure 7.2 describes the MO-LR procedure for LCS for I-WLAN.
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Figure 7.2. WLAN UE Originated Procedure in I-WLAN

1. The WLAN UE selects a WLAN AN and establishes the WLAN connection and is authenticated in I-WLAN.  The tunnel is established with between WLAN UE and one of PDGs in PLMN. 

2. WLAN UE initiates positioning procedure. This may use SUPL procedures based on OMA SUPL [12][13] and possibly other mechanisms that are FFS. 

3. The location information obtained is transferred to external LCS client if requested by WLAN UE.

Saving the estimated position in the AAA or HLR/HSS can be considered after WLAN UE originated positioning procedure for future uses. If there is a LCS request from an external LCS Client, the stored location information can be delivered to the external LCS client if the stored location information satisfies the quality of position requested.
<<End Change>>
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