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Introduction

The IMS user equipment does not necessarily need to support user-to-user messaging. The Inteworking node can translate message formats between SMS and IMS, when SMS is used for messaging.
Proposal

************************  FIRST CHANGE ******************************

6.3
Successful SMS MO delivery procedure
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Figure 6.3: Successful SMS MO submit procedure

1)
The UE registers to S-CSCF according the IMS registration procedure. Note, that I-CSCF and P-CSCF are not shown in this figure.

2)
UE sends an IM message or UE submits an SMS message to the S-CSCF using the appropriate SIP method.

3) S-CSCF forwards the Message to AS based on filter information. 

4)
IP-SM-GW (AS) acknowledges the message.

5)
Message sent information is forwarded by S-CSCF to UE.

6)
IP-SM-GW (AS) extracts the SMS message and forwards it towards SM-SC via the SMS-IWMSC using standard MAP signalling (as described in TS 23.040 [2]). The address of the SMS-C can be provisioned in the IP-SMGW (AS) or the address of SM-SC is extracted either from R-URI of the Message or in the SM content. It is FFS whether the SIP Message contains an SMS indication provided by the UE or whether the IP-SM-GW (AS) uses e.g. the SMS service to transport text messages.

7)
The SMS-IWMSC forwards the SMS message to the SM-SC (see TS 23.040 [2]).

8)
SM-SC sends submit report to SMS-IWMSC (see TS 23.040 [2]).

9)
SMS-IWMSC sends submit report to IP-SM-GW (AS) (see TS 23.040 [2]).

10)
IP-SM-GW (AS) sends Submit report to S-CSCF.

11)
S-CSCF sends the submit report to the UE.

12)
UE acknowledges the submit report.

13) Acknowledgement of the submit report is forwarded by S-CSCF to IP-SM-GW (AS).
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