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Abstract of the contribution:

Proposes clean up of text in TS 23.206 section 4.1 and clarification of its content.

1
Introduction

Section 4.1 of 23.206 contains general text outlining the VCC concept and realisation. Whilst the text agreed at SA2 #50 captures the general concepts of VCC, it does not do so in a very clear or concise manner. This document proposes to modify the text in section 4.1 with the intention to improve its readability and clarify its content.  
2
Proposed changes

<<<<First proposed change>>>>
[x]
RFC 3725: “Best Current Practices for Third Party Call Control (3pcc) in the Session Initiation Protocol (SIP)”

<<<<End of first proposed change>>>>
<<<<Second proposed change>>>>

4.1
General

Voice Call Continuity is a home IMS application that provides capabilities to transfer voice calls between the CS domain and the IMS. VCC provides functions for voice call originations, voice call terminations and for Domain Transfers between the CS domain and the IMS. 

The VCC application is implemented in the users home network. Voice calls from and to a VCC UE are anchored at the VCC application in home IMS to provide voice continuity for the user during transition between the CS domain and the IMS. VCC UE voice calls originated and terminated in the CS domain are anchored at the VCC application in home IMS using standard CS domain techniques available for redirecting calls at call establishment. A 3pcc (Third party call control) function [x] is employed at the VCC application to facilitate inter domain mobility through the use of Domain Transfers between the CS domain and the IMS. Domain Transfers may be enabled in one direction (i.e. from the CS domain to the IMS or from the IMS to the CS domain), or in both directions as per network configuration requirements. The VCC application has the capability to perform domain transfers for a VCC UE’s voice session multiple times in both directions.
<<<<End of second proposed change>>>>

3
Proposed action

Incorporate the revised text above into section 4.1 of TS 23.206
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