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Introduction and Proposal
This paper proposes some streamlining of the architectural requirements using the terminology added to TR 23.819. The spirit of the requirements is kept largely unchanged, however the formulation is proposed to be finetuned to utilize the definitions included in the TR. Also, it is clarified that CSI interworking shall not pose any new functional requirements for IMS termination.
It is proposed to apply the following modifications and additions to the TR:

3
Definitions, symbols and abbreviations

3.1 Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Example: …
CSI origination:  a UE establishes a CS call and subsequently establishes an IMS session(s), or vice versa, addressed towards the same user so that the CS call and the IMS session(s) are simultaneously active. 

CSI termination:  a CS call and an IMS session originated by the same user is delivered to a UE so that the CS call and the IMS session are simultaneously active. For the purposes of this study, CSI termination designates the VMSC-to-UE leg, and the P-CSCF-to-UE leg of the CS call and the IMS session(s), respectively. 

IMS origination: a UE initiates an IMS session(s) and the CS domain is not involved in the originating part of the session(s).
IMS termination: an IMS session(s) is delivered to the UE , and the CS domain is not involved in the terminating part of the session(s).

4
Architectural requirements
For the purpose of this report, the following architectural requirements apply:

· It shall be possible to interwork between IMS origination and CSI termination for sessions that include a realtime (e.g. voice) component.

Note: This implies the capability to perform the termination of the voice component of the session in the CS domain as a CS call.
· Impacts to IMS origination by the nature and capabilities of the terminating side of the session (i.e. whether IMS or CSI termination is applied) shall be minimized.
· Impacts to IMS termination by the nature of the originating call (i.e. whether IMS or CSI origination is applied) shall be minimized. I.e. standard IMS termination procedures should apply irrespective of the nature of the origination possibly taking into account the capabilities of the terminating UE.
· 
· 
· 
· 
· The terminating CS domain and the originating IMS domain shall not to be impacted.
· The impact on UE behaviour relating to the origination and termination of IMS sessions shall be minimized.
· The impact on UE behaviour relating to the origination and termination of CS calls shall be minimized.
· The behaviour of CSI termination/origination shall be backward compatible to the behaviour specified in TS 23.279.
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