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1 Introduction

In the SA2#50 meeting, a contribution (S2-060221) provides the description of Domain Selection requirements basing on the summarization of corresponding content in TR 23.806 and email discussion. After discussion, some of the requirements are accepted and added to the section 4.3 of TS 23.206, however, two key requirements, which have been documented in TR 23.806 and we think reasonable, are still missed in current TS. 


This paper provides those missing requirements, proposes to add them in corresponding sections of TS 23.206.
2 Proposal

It is proposed to make the following modifications in the TS 23.206.
*** First Modification ***

4.3
Domain Selection

For a VCC subscriber there should be only one logical domain selection point for determining which domain shall be selected to terminate the voice call.  The domain selection function shall be able to use the following:

-
The state of the UE in the circuit switched domain. This state information shall include:  Detached, Attached and Idle, Attached and Active in a call.
-
The UE capability to support IMS Voice Services as described in TS 22.228 [1].

-
The state of the UE in the IMS domain. The state information shall include: Registered and Idle, Registered and Active in a call, Deregistered.

-
The capability of the IP-CAN to support VoIP. 
· -
User preferences and/or operator policy.
Editors note:  The use of the term VoIP and "IMS Voice Services" may change subject to a response to an LS to SA1
NOTE: It is FSS if further mechanisms are needed to improve handling of calls destined to a UE that is both registered to IMS and attached to CS for cases where a loss of coverage occurred, ant the UE is not reachable over CS or IMS.
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