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1. Discussion 

     The CSI interworking work item includes several scenarios. From all these scenarios, the CSI termination scenarios are fully discussed. In this paper, we just take the CSI origination- IMS termination scenario into consideration.

     When CSI UE originates CS call/IMS session to peer IMS UE, 
The first issue is that, should these two sessions between the same two users be merged and so be presented in one context to the user as asked in CSI? During last SA2 meeting, some delegate worried that the solution may affect the performance seriously, and so hesitate to accept this requirement.
However, if these two sessions are not merged, they may be routed separately and so result in another problem. The second issue is , should the CS call and IMS session originated from the CSI UE be ensure to terminate in the same UE of the remote user?
If no any additional process is performed, how the user’s experience may be? Is it acceptable?

     For example, the CSI UE originates CS call to the peer IMS UE, and the conversation is established properly. Then the CSI user tells the IMS user:” I will send you a picture”, and then the CSI UE originates the IMS session to the peer IMS UE. If this IMS session is terminated to another IMS UE which different from previous one, the user experience of both sides is not good. 
2. Conclusion: 

According to above discussion, we propose to include the study of CSI origination scenarios in CSI interworking work item. Yet during the offline discussion, some delegates have different opinions. So we wonder what will be the group’s concern.
1) If the group agree to accept this requirement and encourage further study, we propose to add the following bullet in the architectural requirement: 

· It is possible to avoid terminating the combined CS call and IMS session of CSI origination to different IMS UEs sharing the same IMPU.
2) If the group agree that no need further study for this case, we propose the following statement in the architectural requirement, to avoid causing misunderstanding for later readers.

· It is acceptable for the combined CS call and IMS session of CSI origination to be terminated to different UEs sharing the same IMPU in this stage.
