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Introduction

This paper proposes the scenarios for CSI interworking for better understanding. 
Discussion
Assumption
· CSI UE is registered to IMS domain.
· The CS MSISDN of the UE is equal to its IMS MSISDN.

· Non IMS registered CSI UE acts like already defined mechanism. (e.g. voice mail, routing towards CS domain)
Scenario 1: voice call of IMS origination and CSI termination 
- An UE initiates an IMS session for a voice call and the voice call is terminated in the CS domain of another UE. 
Scenario 2: Multimedia session of IMS origination and CSI termination
- An UE initiates multimedia IMS session(s) and the voice call to the another UE is terminated in the CS domain, while an IMS session(s) from the same originating UE and towards the same UE is terminated in the IMS/PS domain. 
Scenario 3: adding IMS session to existing voice call
- Two UEs are communicating each other with voice call and want to add the IMS session to the existing voice call. Either direction for adding the IMS session is possible.
Scenario 4: adding voice call to existing IMS session
- Two UEs are communicating each other with IMS session and want to add the voice call to existing IMS session.  The voice call addition of both CSI origination and CSI termination is possible. More specifically, the former is that a UE already having IMS session initiates a voice call towards the same user. The latter is that a voice call to a UE already having an IMS session is terminated in the CS domain.  
Conclusion
Thus, this contribution proposes the new section named, Scenario for CSI Interworking, for better understanding.
***************************** proposed text *******************************

X. Scenarios for CSI interworking

The followings are the scenarios which are being considered in this TR. Note that other scenarios may be added if identified.

Assumption

· The CSI capable UE is registered to IMS domain.

· The CS MSISDN of the UE is equal to its IMS MSISDN (i.e. the number used for the Tel URI).

· Non IMS registered UE with CSI capability acts like already defined mechanism. (e.g. voice mail, routing towards CS domain)
Scenario 1: voice call of IMS origination and CSI termination 
- A UE initiates an IMS session for a voice call and the voice call is terminated in the CS domain of a CSI capable UE. 
Scenario 2: Multimedia session of IMS origination and CSI termination
- In a case a UE initiates an IMS session containing a voice call and other media toward a CSI capable UE. The voice call to the CSI capable UE is terminated in its CS domain, while an IMS session with other media than that for the voice call is terminated in the IMS/PS domain. Otherwise, multimedia sessions not containing a voice component are terminated in the IMS domain of the CSI capable UE.
Scenario 3: adding IMS session to existing voice call of IMS origination and CSI termination
- Two UEs are in a voice call established using IMS origination and CSI termination and want to add the IMS session to the existing voice call. Either direction for adding the IMS session is possible.

 Scenario 3.1: The IMS session is added by the UE of the IMS origination.
 Scenario 3.2: The IMS session is added by the UE of the CSI termination.
Scenario 4: adding voice call to existing IMS session
- An IMS session has been established between two UEs and one of them wants to add the voice call to the existing IMS session. 
Scenario 4.1: The Voice call is added using IMS origination.
  Scenario 4.2: The Voice call is added using CS origination.
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