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1. Overall Description:

CT4 thanks SA2 for the LS in C4-060115 and has discusses the problem presented. CT4 would like to reiterate the problem:

1. UE establishes a default primary context with best effort QoS.

2. UE starts a new application and finds out that QoS is not good enough.

3. UE decides to activate secondary context.

4. The problem arises when GGSN sends back to SGSN Create PDP Context Request for the secondary context. In case GGSN immediately redirects DL data via this new context, then DL data will arrive at SGSN before SGSN manages to establish a RAB. Therefore GGSN needs some indication of RAB establishment.

5. It takes few seconds for a RAB to be established. So, GGSN would need new timer. When this timer expires GGSN stops sending DL data via primary context and switches to new secondary one. 

6. However, RABs may be established faster than the static timer expires. So, in order to speed up the switch, it would be desirable that SGSN indicates that directly to GGSN by sending Update PDP Context Request. Please note that SGSNs implemented after existing specs will never send Update PDP Context Request message to GGSN. Therefore a GGSN using this feature would also need to implement the timer.

It is CT4’s view that this is a relevant issue that should be solved in Rel-6. The solution proposed by SA2, mandating the Update PDP context procedure for the secondary activation procedure seems feasible. However, simply sending an Update with unchanged parameters may not be sufficient. CT4 proposes that an explicit flag is added indicating RAN procedures ready.
2. Actions:

To SA2

ACTION: 
CT4 asks SA2 to take note of the above comments and as well the backwards compatibility issues mentioned in the original LS and make a decision on how to proceed. CT4 asks SA2 to communicate their decision.
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