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1  Introduction
This paper proposes the consideration to the registration of the CSI capable UE.
2  Discussion
For a CSI UE, an incoming request for a voice call has to be forwarded to the CSI AS by the S-CSCF at the terminating IMS domain and the CSI AS decides to invoke the termination logic for each call request. The CSI AS needs to know whether the called UE has a CSI capability or not.
The CSI capable UE indicates its CSI capability information during the IMS registration procedure. S-CSCF may use this information to trigger a 3rd party registration, through which The CSI UE is registered to the CSI AS
Because CSI service is a non-subscription based service, the S-CSCF in the terminating IMS domain has no idea when to forward the incoming call request to the CSI AS. To transfer a CSI interworking related incoming request to the CSI AS, a default initial filter criteria is included to every user’s service profile regardless of their subscription

The initial filter criteria for CSI interworking should be defined properly in order for S-CSCF to identify the incoming call request as a CSI interworking related request and forward it to the CSI AS.

The S-CSCF forwards the initial incoming call request to the CSI AS regarding the following;
· the real-time media components in the SDP body

· Service ID
The S-CSCF forwards an INVITE request message which has the real-time media component.
For the services which only use the PS domain (e.g. PoC, messaging), the initial fitter criteria should be configured not to forward the INVITE messages to the CSI AS. 
3  Conclusion

Thus, this contribution proposes the new section named, Consideration to registration of CSI capable UE, to TR23.819 for better understanding.
***************************** proposed text *******************************

6.x. Registration of CSI capable UE
6.x.1 3rd party registration

The CSI capable UE indicates its CSI capability during the IMS registration procedure. S-CSCF may use this information to trigger a 3rd party registration, through which The CSI UE is registered to the CSI AS.

The CSI AS may use the CSI capability of the UE in order to perform termination logic when a terminating session is forwarded to the CSI AS.
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<fig 6.x> 3rd party registration for CSI AS
6.x.2 initial Filter Criteria

A initial filter criteria is installed on relevant user’s service profile regardless of their subscription so that the incoming call request related to CSI interworking will be forwarded to the CSI AS.
The initial filter criteria for CSI interworking should be defined properly in order for S-CSCF to identify the incoming call request and forward it to the CSI AS.

Trigger Point in the default initial filter criteria may use the following criteria
· media components in the SDP body
· IMS Communication Service ID, or lack of IMS Communication Service ID. 
· …

For the services which only use the PS domain (e.g. PoC, messaging), the initial fitter criteria should be configured not to forward the INVITE messages to the CSI AS. 
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