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1. Introduction

This paper provides editorial cleanup of Section 6.4.1 of TS 23.206 to fix incorrect references.
This paper is a resubmission of S2-061508.
2. Discussion
6.4.1.2 Execution of Domain Transfer procedures

Upon detection of conditions requiring Domain Transfer, the UE establishes an Access Leg with the CCCF via the transferring-in domain to request Domain Transfer to the transferring-in domain. The CCCF executes the Domain Transfer procedure by replacing the Access Leg currently communicating to the Remote Leg with the Access Leg established via the transferring-in domain.  The Access Leg established via the transferring-out domain is subsequently released. When the switch of the Access leg from the transferring-out domain to the transferring-in domain is executed,  the Remote Leg is also updated in order to forward the U-Plane data to the transferring-in domain.

In other words, the execution of the Domain Transfer procedure consists of the following basic steps:

1.
The UE establishes an Access Leg via the transferring-in domain after registering with the transferring-in domain if needed. Registration procedure as specified in Section 6.1 Registration and CS origination and IMS origination procedures specified in Section 6.2 Origination of this document are used for execution of this step.

2.
The CCCF performs the Access Leg Update to switch the Access Leg communicating with the Remote Leg from transferring-out domain to transferring-in domain. If the remote party is IMS capable, U-plane path is switched end-to-end (i.e. between UEs). And if the remote party is CS/PSTN, U-plane path is switched between VCC UE and MGW. It means MGW becomes the U-plane anchor point, even if both sides are in CS domain. The U-plane path after the domain transfer represents figure6.4.1.2 -1and 2. For Access Leg Update procedures, refer to Section 6.4.1.3 Access Leg Update toward the remote end. The VCC UE switches the voice traffic from the transferred-out domain to the transferred-in domain as soon as the Access Leg in the transferred-in domain is fully established.

3.
Both the VCC UE and the CCCF release the source Access Leg, which is the Access Leg previously established via the transferring-out domain. For Source Access Leg Release procedures, refer to Section 6.4.1.4 Source Access Leg Release.

3. Conclusion and Proposal

Agree on text in Section 2 for inclusion in TS 23.206.
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