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1. Introduction

TS 23.078 CAMEL Stage 2 describes procedures for retrieval of routing information by gsmSCF from the HSS in Section 4.6.15.1 Send Routeing Info and 4.6.16.1 Section Send Routeing Info Ack. 

This paper provides text to suggest use of referred-to CAMEL procedures for retrieval of routing number from the HSS. It also replaces the term CCCF with VCC Application to align the associated text with the diagram.

This paper is a resubmission of S2-061511.

2. Discussion

6.3.2
Terminated Call Directed to CS

Figure 6.3.2-1 below describes how the signalling path is established toward a VCC user when the user is roaming in the CS Domain and the call is directed to CS. 
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Figure 6.3.2-1: Terminated Call Directed to CS Domain
1.
An INVITE is arriving at the S-CSCF including a request URI in Tel URI or SIP URI format.

2.
S‑CSCF invokes as service logic is appropriate.

3.
S-CSCF sends the INVITE toward the VCC Application.

4.
The VCC Application performs domain selection based on operator and user preferences, registration and call states. 

5.
The VCC Application determines the CS domain routing number (CSRN). Routing of the terminating session to the VMSC currently serving the subscriber from home IMS to the VMSC may occur without routing through the GMSC.  Procedures described in Section 4.6.15.1 (Send Routeing Info) and Section 4.6.16.1 (Send Routeing Info Ack) of TS 23.078 [ ] may be used to retrieve the CSRN from the VMSC via the HSS when routing the call directly to the VMSC currently serving the subscriber.
6.
The VCC Application sends an INVITE including the CS domain routing number as request URI toward the S-CSCF. The INVITE including the CSRN contains sufficient information to allow the S-CSCF to determine that the session is to be routed to the CS domain.

7.
S-CSCF routes the INVITE toward the CS domain according TS 23.228 [2]. 

3. Conclusion and Proposal

Agree on text in Section 2 for inclusion in TS 23.206.




































































































3GPP

SA WG2 TD


_1205231034.vsd
Bulle. Sélectionner la forme et taper du texte. Redimensionner le cadre. Déplacer la poignée de contrôle pour diriger le pointeur vers le locuteur.�

7. INVITE (CSRN)


S-CSCF


4. Domain Selection


5. Determin CS routing number


VCC Application


6. INVITE (CSRN)


1. INVITE (SIP or Tel URI)


3. INVITE (SIP or Tel URI)


2. Service Control Logic



