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Abstract of the contribution: Proposes that the URI parameters present in GRUU are passed as such to HSS for future compatibility reasons.
Discussion
In the latest version of TR 23.808 v1.0.0 (contained in S2-061969) it is stated that the I-CSCF shall remove any URI parameters from the GRUU before passing the GRUU to the HSS for further analysis. Section 6.3.3 describing this is copied below in its entirety.

6.3.3
I-CSCF

No changes to the I-CSCF are required to support GRUU. When routing requests addressed to a GRUU to the terminating S-CSCF, the I-CSCF removes any URI parameters from the request URI before querying the HSS. When the request URI is a GRUU this has the effect of deriving the Public Identity from the GRUU. Messages routed to the terminating S-CSCF include the URI parameters
However, some URI parameters may be useful for the HSS, and as the Cx interface already supports the complete URI format including any URI parameters, we see no reason to strip the URI parameters at the I-CSCF. 

Passing the URI parameters also maximises future compatibility by allowing possible future extension parameters to URI to be passed to HSS for consumption
Proposal

Change the Section 6.3.3 in TR23.808 v1.0.0 as follows.

*** Start 1st change ***

6.2.1

HSS

When routing requests addressed to a GRUU to the terminating S-CSCF, the I-CSCF shall retain any URI parameters that were present in the Request URI when querying the HSS. HSS shall be able to derive Public User Identity from the GRUU
*** End 1st change ***

*** Start 2nd change ***

6.3.3
I-CSCF

No changes to the I-CSCF are required to support GRUU. When routing requests addressed to a GRUU to the terminating S-CSCF, the I-CSCF shall retain any URI parameters that were present in the Request URI.. Messages routed to the terminating S-CSCF also include the URI parameters
*** End changes ***
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