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1. Introduction
This contribution proposed text to resolve 2nd editor note in section 4.3 “The definition of call delivery attempt failure needs to be clarified”.
4.3
Domain Selection

For determining which domain shall be selected to terminate the voice call the domain selection function shall be able to use the following:

-
The state of the UE in the circuit switched domain. This state information shall include: Detached, Attached.

-
The UE capability to support IMS Voice Services as described in TS 22.228 [1].

-
The state of the UE in the IMS domain. The state information shall include: Registered, Deregistered.

-
The capability of the IP-CAN to support VoIP.

-
User preferences and/or operator policy.
-
The domain used by an existing call anchored at the VCC application.
Editor's note: The use of the term VoIP and "IMS Voice Services" may change subject to a response to an LS to SA1

In case that the call delivery attempt fails in the selected domain, the domain selection function in VCC application shall perform subsequent handling according to operator policy, which may include the option of re-attempting the call setup to the other domain.

Editor's note: The definition of call delivery attempt failure needs to be clarified.

2. Proposal

### First Change ####
4.3
Domain Selection

For determining which domain shall be selected to terminate the voice call the domain selection function shall be able to use the following:

-
The state of the UE in the circuit switched domain. This state information shall include: Detached, Attached.

-
The UE capability to support IMS Voice Services as described in TS 22.228 [1].

-
The state of the UE in the IMS domain. The state information shall include: Registered, Deregistered.

-
The capability of the IP-CAN to support VoIP.

-
User preferences and/or operator policy.
-
The domain used by an existing call anchored at the VCC application.
Editor's note: The use of the term VoIP and "IMS Voice Services" may change subject to a response to an LS to SA1

In case that the call delivery attempt fails in the selected domain, the domain selection function in VCC application shall perform subsequent handling according to operator policy, which may include the option of re-attempting the call setup to the other domain.

Call delivery attempt fails conditions is considered to be any call delivery that does not result in successful establishment. This may include:


· The UE did not respond to the call establishment request.
· Call delivery signalling timer expired when the subscriber didn’t answer call alert
Note: Call forwarding in the CS domain invoked as part of call delivery attempt is not considered an attempt failure.

************************The following texts will be included in S2-062381 to the Annex section*************
Note:  Actual domain selection algorithm is outside the scope of the standardization.  Some possible domain selection decisions are: when the subscriber is registered in both the CS domain and IMS network and the call is anchored in IMS, the selected domain for call delivery may be:
1. route the call to IMS

2. route the call to CS

3. route the call to the last used domain
4. route the call to the domain the existing call used
.

### End of Change ####
3. Conclusion

Discuss and agree with the proposal above.
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