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	1
	Opening of the meeting   13:00am on Wednesday

	2
	Approval of the agenda

	2.1
	IPR Call Reminder

	3
	Incoming Liaison Statements

	4
	Grouping/allocation of functions  (m and f SAE WP)

	4.1
	MME and UPE separation/collocation

Define/select functional allocation between MME/UPE, considering e.g.:

a) NAS signaling transport between UE and MME/UPE NAS signaling from NB to MME or UPE?

b) NB-UPE path update after X2-inter-NB HOV from via MME or not?

c) “RAB” (dedicated/default bearer) setup from MME or UPE to NB?

d) Storage of default/dedicated bearer (QoS) parameters in MME and/or UPE?

e) Negotiation of default/dedicated bearer (QoS) parameters in MME and/or UPE?

f) Paging request from MME or UPE to NB?

g) RRC security for NAS level only for signaling transactions (e.g. TAU)? ask RAN and/or SA3?

h) Handover initiation (to 2G, 3G, other UPE?) via UPE to MME or to MME?

i) Delivery of user traffic related charging records to charging systems by MME or UPE?

j) LI on UPE controlled via MME or direct LI control ?

	4.2
	MME/UPE re-location and active mode inter access mobility between E-UTRA and UTRA/GSM (including minimisation of data loss and relation to intra LTE, intra UPE mobility)

a) MME/UPE change trigger (related to RAN’s pool area discussion?)
b) mobility mechanism/procedure/flow

	4.3
	Co-location or separation of UPE, 3GPP and SAE anchors and PDG/non3GPP access
a) Functional allocation between anchors
b) Reference points impacted by separation
c) Number of UP nodes/Node types in non roaming and roaming case
d) PDG/non-3GPP access gateway 

	4.4
	Roaming  Aspects

a) Assumptions on / specific aim of roaming models (including non-3GPP systems) “home routed” and “local breakout”

b) Functions in home and visited NW to support the scenarios (e.g. charging, QoS, policy)

c) Reference point functions needed to support functions in visited and home NW (not protocol discussion)

d) Role and impact of migration aspects on the roaming solution

	4.5
	Based on the agreements update the overall Architecture and functional allocation

	5
	QoS (v SAE WP) -- handling intended during regular SA2 meeting

	5.1
	Progress the “Label Approach” for Roaming and Multivendor scenarios including mobility to/from pre SAE systems

	5.2
	Describe the support for unknown and “bit-pipe” services

	6
	"Signalling free" idle mode details that impact RAN groups (? in SAE WP) -- handling intended  during regular SA2 meeting

a) Parallel UE registration (RA and TA) for 2G/3G RAN and LTE RAN; any RAN impact?  (independent from one or multiple RATs/MMEs registered at HSS or not)

b) Indication of URA_PCH entered to SGSN to treat URA_PCH like idle mode; “paging” and “paging response” via Iu for connected UEs to handle URA_PCH like idle

	7
	SAE Project Planning and Management

	8
	AOB and Postponed Issues

	9
	Close of the Meeting                                                                           at the latest 17:00 on Friday


Deadline for Tdoc number requests is Friday 18 August 12:00 (CET). Deadline for submitting Tdocs Friday 18 August 16:00 pm (CET). Late documents will have lower priority at the meeting. NOTE: Please indicate the corresponding agenda item when requesting for a Tdoc number. 
