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1. Introduction
The contribution clarifies several descriptions in TS23.206 in order to make the depiction clearer.
2. Discussion
In TS 23.206 there are several parts which need to be modified in order to improve the accuracy of the description.  

a)
In section 5.3.1.2.2 Domain Selection Function (DSF) (FE-D), it is said that the DSF performs domain selection function when the VCC user is simultaneously registered in both domains. The condition is only one situations of VCC user. Regardless of the registration status of the VCC user in both domains, the DSF should perform domain selection function. So it is recommended to delete the description of the condition which does not cover all situations. 

b)

In section 5.3.1.2.3 CS Adaptation Function (CSAF) (FE-B), the external interfaces of CSAF are described twice: one is “For communication via the I-CSCF the Ma reference point is used, and for communication via the S-CSCF the ISC reference point is used.”, the other is “FE-B uses the Ma towards the I-CSCF and the ISC towards the S-CSCF.”. It seems to be redundant and unnecessary. It is recommended to delete one of the descriptions.

In addition, a new function is recommended to be added to the CSAF. The new function is: Determines whether the home IMS network can translate the original called party number (e.g., local number) into proper routable format to the intended local destination. According to the latest TS 23.206, the function is needed to be perform when the VCC Application receives a call originated from the VCC user from CS Domain using CAMEL and determines whether the call should be anchored in the IMS. Alternatively, the new function may be added to the CAMEL service (FE-C).
c)

In section 6.4.1.1 Enablement of Domain Transfer procedures, it is noted that any SIP ASs linked in before the CCCF will be released upon the Domain Transfer. The description is not proper. According to the latest TS 23.206, for terminated call coming from IMS, in order to avoid a situation where other SIP Application Servers that will be used for the duration of the session are released upon domain transfer, the DTF should be the last Application Server of any Application Servers that need to remain in the path of the call after domain transfer. That is to say, SIP ASs linked in before the CCCF will not be released upon the Domain Transfer. So the description is recommended to be modified as: Any SIP ASs linked in the Access Leg will be released upon the Domain Transfer.
3. Proposal
Agree the following text for TS23.206.
*** The First Change ***

5.3.1.2.2
Domain Selection Function (DSF) (FE-D)

The Domain Selection Function provides selection of domain to be used for delivery of a VCC UE’s incoming call. The DSF performs the following functions:

-
Determination of IMS registration status to aid in domain selection.

-
Determination of CS registration status to aid in domain selection.

-
Communication with the DTF to retrieve current domain used for VCC UE active calls to use it in domain selection for incoming calls.

-
Determination of the CSRN.

NOTE:
It is an implementation option as to how FE-D determines the CSRN.

*** End of the First Change ***

*** The Second Change ***

5.3.1.2.3
CS Adaptation Function (CSAF) (FE-B)

The CS Adaptation Function acts as the VCC UE’s proxy into IMS for CS originated calls established using CS domain and CS legs established for domain transfer to CS. The CSAF performs the following functions:

-
Identification of the VCC user in IMS for CS originations and CS legs established for domain transfer to CS.

-
Communication of call related data from CS domain to IMS; e.g. communication of original called party number for CS originations.
-
Determines whether the home IMS network can translate the original called party number (e.g., local number) into proper routable format to the intended local destination.
-
Management of dynamic IMRN for routing of CS calls to IMS.

-
Behaves as a SIP UA to IMS for CS calls on behalf of the VCC UE.

FE-B uses the Ma towards the I-CSCF and the ISC towards the S-CSCF.

NOTE:
The FE-B may collaborate with the CAMEL Service (FE-C) for interworking with CS domain as needed.

*** End of the Second Change ***

*** The Third Change ***

6.4.1.1
Enablement of Domain Transfer procedures

Static anchoring techniques are employed to establish a 3pcc (3rd party call control) function for VCC subscriber voice calls using a VCC UE at the CCCF upon session establishment. When invoked as part of originating or terminating iFC execution at the VCC subscriber's S-CSCF, the CCCF inserts itself in the signalling path of VCC subscriber's voice calls made using VCC UE by employing a Routing B2BUA function. For an originating voice session, the CCCF terminates an Access Leg from the user and establishes a Remote Leg toward the remote end; for a terminating voice session, the CCCF terminates a Remote Leg from the remote end and establishes an Access Leg toward the user. The CCCF subsequently coordinates the call control signalling exchange between the Access Leg and the Remote Leg associated with a VCC subscriber voice call.

Figure 6.4.1.1-1 shows B2BUA at the CCCF when the Access Leg is established via the CS domain and IMS respectively to illustrate its use for precondition of Domain Transfer procedures. Note that the figure is for illustration of the B2BUA at the CCCF and its use for Domain Transfer procedures, hence it only shows the signalling and bearer components relevant to the enablement and execution of Domain Transfers; for example, the components involved in anchoring of CS calls in IMS or establishing IMS session are not shown. Some signalling optimizations may be possible when using the CCCF to anchor the CS calls in IMS as specified in clause 6.2.2 VCC UE Origination from CS domain.

The applications associated with the call are anchored at the CCCF as part of the Remote Leg of the call, and are therefore not impacted by Domain Transfer procedures executed on the Access Leg.

NOTE:
Any SIP ASs linked in the Access Leg will be released upon the Domain Transfer.

*** End of the Third Change ***
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