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1. Introduction

Some text in Section 4.4.2 Calls terminated by VCC Subscribers suggests behaviour which is not technically feasible without significant architecture restructure which cannot be justified with the little benefit that it may provide if at all.
This paper suggests changes in the text to remove the requirement of such behaviour.

2. Discussion
The following text in Section 4.4.2 Calls terminated by VCC Subscribers suggest selective anchoring requirements for calls terminating in CS domain:
“4.4.2
Calls terminated by VCC subscribers

…..

Voice calls to VCC subscribers, which are terminated in the CS domain may or may not be anchored in the IMS to facilitate domain transfer of the call to the IMS, subject to operator policy.

…..”

In order for the VCC Application to enable anchoring of a call destined via CS domain, the VCC Application has to be made aware of the routing information prior to the anchoring of the call. Completion of routing logic execution, however, takes place after the service logic has been executed for a particular session. Availability of the routing information at the VCC Application prior to the anchoring of the session is therefore not possible. 
Furthermore, not including the DTF in the Record-Route for calls terminating via the CS domain, once the session has already been processed in IMS, does not provide much signalling/resource buy-back compared to selective redirection of CS originations to IMS or selective redirection of terminating calls originating in CS domain or PSTN. 

It is therefore recommended to change the referred-to text to only require selective redirection of CS calls to IMS instead of selective anchoring of such calls. 
3. Conclusion and Proposal

The following change is proposed for Section 4.4.2
*** Start Updated text**

4.4.2
Calls terminated to VCC subscribers

All voice calls to VCC subscribers, which are directed to the IMS are anchored in the IMS in order to facilitate domain transfer of the voice call to the CS domain.

Voice calls to VCC subscribers, which are directed to the CS domain may or may not be rerouted to the IMS to facilitate domain transfer of the call to the IMS, subject to operator policy. If a call to a VCC subscriber is not anchored in the IMS, domain transfer is not supported for that call.

*** End Updated text** 
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