3GPP TSG SA WG2 Architecture — S2#54
S2-063392
28 August - 1 September 2006

Sophia Antipolis, France

Title:
Draft LS on "Emergency Attach for UICC-less UE"

Response to:


Release:
Rel-7

Work Item:
EMC1
Source:
SA2 
To:
TSG CT1
Cc:
-

Contact Person:


Name:
Craig Bishop


E-mail Address:
craig.bishop@samsung.com


Attachments: none
In the course of discussions on the GPRS impacts of Emergency IMS, TSG SA2 has identified a number of possible solutions for enabling GPRS access to facilitate Emergency IMS sessions. 
These solutions include:

1. Including an new “Emergency Indicator” in the existing GMM Attach message sent towards the SGSN
2. Defining a new Attach Type “Emergency Attach” to be sent in the GMM Attach Request message towards the SGSN

3. Defining a new Attach procedure and message “Emergency Attach Request” to be sent to the SGSN

4. Re-use of the Service Request procedure for attach in the case of Iu mode (an additional mechanism would be required for A/Gb mode)
Any chosen solution should also work for the case of a UICC-less UE.

SA2 recognises that each of these possible solutions has advantages and disadvantages as well as a differing impact on stage-3 specifications and on UE & Network implementation. It was therefore decided to request feedback from CT1 with regards to which solution would be preferable from a stage-3 point of view.
2. Actions:

To TSG CT1 group

ACTION: 
SA2 kindly requests CT1 to give guidance on a preferred stage-3 solution, which would ideally minimize the impact on the current GPRS specifications and on the implementation complexity in the UE and the network, whilst improving the efficiency of emergency GPRS access. 
3. Date of Next TSG-SA1 Meetings:
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