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Abstract of the contribution:Concerns have been expressed repeatedly during the drafting group meeting regarding the meaning of the term "anchoring", despite the expression being used over and over in TS 23.206. This contribution tries to clarify the wording by adding a new definition. This is a resubmission of S2-061392 from SA2#52 in Shanghai and S2-062055 from SA2#53 in Lisbon with slight changes.

1. Discussion

During the previous meetings, there has been some comments regarding the vagueness of the use of the term "anchoring", which has been used in the past with the meaning « redirection to IMS and anchoring in the VCC application ».

For the past few meetings though, and in the light of the work being done on general domain selection as a separate functionality from VCC, it is clear that « anchoring » is a separate step from the redirection to IMS. Redirection to IMS is a separate decision and may be done for other reasons than anchoring for VCC (e.g. management of services in IMS), even if anchoring requires a redirection to IMS first.
The term has been used over 30 times already in the currently agreed version of TS 23.206, that it seems counter-productive to replace it by long periphrases that would anyway likely fail to convey the same meaning.

This is why we propose to include a new definition for anchoring, that will clarify the meaning within the context of VCC, in order to have an easier understanding of how the Voice Call Continuity feature is supposed to work (by anchoring calls in the IMS).

2. Proposed changes

First change
3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [15] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [15].

IP Multimedia Routing Number (IMRN): An IMRN is a routable number that points to the IM CN subsystem. In a roaming scenario, the IMRN has the same structure as an international ISDN number. The Tel URI format of the IMRN is treated as a PSI within the IM CN subsystem.
CS Domain Routing Number (CSRN): A CSRN is a number that is used to route a call from the IM CN subsystem to the user in the CS domain.
Domain Transfer: Transfer of the access leg of a voice call on a UE from CS domain to IMS and vice versa while maintaining active session(s).

Access Leg:

This is the call control leg between the VCC UE and the CCCF.
Anchoring in IMS:
Insertion of the Domain Transfer Function in the signalling path of the voice call/session establishment in order to enable the capability of domain transfer for this call/session. This may require a preliminary step of redirecting a MO call initiated in the CS domain or a MT call received in the CS domain to IMS
Remote Leg:

This is the call control leg between the CCCF and the remote party from the VCC subscriber's perspective.

VCC UE: 

The VCC UE is defined in clause 5.3.2 of this document.

VCC Domain Transfer Number (VDN): A public telecommunication number, as defined by ITU-T Recommendation E.164 [16] used by the UE to request Domain Transfer to the CS domain from the CCCF.

VCC Domain Transfer URI (VDI): A SIP URI used by the UE to request Domain Transfer to IMS) from the CCCF.

End of changes
3. Proposal

It is proposed to include the changes in section 2 in TS 23.206.
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