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Introduction

The drafting group met on Monday afternoon, August 28th. About 30 delegates attended the drafting.

The agenda listed 27 contributions. The agenda followed the clause numbering from the TR.

Summary

The following tdocs were agreed by the drafting group:

S2-062937  TR 23.809 v 0.3.0 (Nokia, rapporteur)

S2-062938  New name for “SGSN controlled bearer optimisation” solution  (Nokia)

S2-063145  One-Tunnel - Various Issues  (Siemens)  Only the part proposing text for 6.5a.1 is agreed 

S2-063249  GGSN Proxy - Impacts on intersystem change  (Ericsson)  Agreed without seeing

The following tdocs were revised but have not been seen by the drafting group:

S2-063251  SGSN controlled bearer optimisation; PS handover (Nokia) 2 alternatives and conclusion

S2-063247  Impact of One Tunnel on Error Indication  (Huawei) updated proposal on 6.1

S2-063248  Impacts on Data Volume Report (Huawei) statements about FBC issues

S2-063253  Mobility Procedure for one tunnel approach (Samsung) clarifications about CAMEL interactions

S2-063250  GGSN Proxy – Inter PLMN Roaming  (Ericsson) 

S2-063252  GGSN Proxy - Impacts on PS Handover  (Ericsson)  3 alternatives and conclusion

The following tdocs depend on discussions that are not yet concluded:

S2-062608  LS on LI implications for "One Tunnel Solution"   (SA WG3-LI)

S2-062948  LI Aspects on One Tunnel    (Ericsson) 
S2-062754  SGSN controlled bearer optimisation: impacts on Lawful interception support (Huawei)
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	This report

	0
	S2-062937
	P-CR
	TR 23.809 v 0.3.0
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	OPTUNEL
	rev to S2-063251 

5.2 proposal needs to wait for 6.5b part
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	S2-063251
	P-CR
	SGSN controlled bearer optimisation; PS handover
	
	
	
	Nokia
	OPTUNEL
	open

rev of S2-062941
rev covers this 6.5b.1 alternative and the one from ZTE and contains a conclusion about the selection of the solution from 2941
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	S2-062756
	P-CR
	Impact of One Tunnel on Error Indication
	
	
	
	Huawei
	GPRS One Tunnel
	rev to S2-063247 for the part on 6.1

6.10 part not handled

	6.1 6.10
	S2-063247
	P-CR
	Impact of One Tunnel on Error Indication
	
	
	
	Huawei
	GPRS One Tunnel
	open

rev of S2-062756 with updated proposal on 6.1
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	OTS
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	P-CR 
	GGSN Proxy - Restart counters
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	OPTUNNEL
	 

	6.15
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	P-CR
	SGSN controlled bearer optimisation: impacts on Lawful interception support
	
	
	
	Huawei
	GPRS One Tunnel
	Open

handle with LI LS
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	S2-063146
	P-CR
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	Siemens
	OTS
	 

	6.3
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	P-CR
	Impacts on Data Volume Report
	
	
	
	Huawei
	GPRS One Tunnel
	rev to S2-063248 

better a new clause, adding statements about FBC issues; discussion about feasibility

	6.3
	S2-063248
	P-CR
	Impacts on Data Volume Report
	
	
	
	Huawei
	GPRS One Tunnel
	open

rev of 2753
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	P-CR
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	Samsung
	One tunnel
	rev to S2-063246

	6.5
	S2-063246
	P-CR
	Mobility Procedure for one tunnel approach
	
	
	
	Samsung
	One tunnel
	rev to S2-063253 

check how it interacts with CAMEL, i.e. might CAMEL start first after SGSN change ?

	6.5
	S2-063253
	P-CR
	Mobility Procedure for one tunnel approach
	
	
	
	Samsung
	One tunnel
	open

rev of 3246
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	P-CR 
	GGSN Proxy - Impacts on intersystem change
	
	
	
	Ericsson
	OPTUNNEL
	rev to S2-063249 

Clarifications/note about bi-casting, i.e. when and what starts bi-casting

Note about potential data loss as forwarding is not used, and on specific TEID handling

	6.5.a
	S2-063249
	P-CR 
	GGSN Proxy - Impacts on intersystem change
	
	
	
	Ericsson
	OPTUNNEL
	Agreed without seeing

rev of S2-062947

	6.5.a 
	S2-063250
	P-CR 
	GGSN Proxy – Inter PLMN Roaming
	
	
	
	Ericsson
	OPTUNNEL
	Open

Discussion seems to prefer a new clause on inter-PLMN mobility; there are other contributions for such a new clause

rev of S2-062945

	6.5.a 6.19
	S2-062945
	P-CR 
	GGSN Proxy – Inter PLMN Roaming
	
	
	
	Ericsson
	OPTUNNEL
	rev to S2-063250 to update the proposal for 6.5.a; a separate question is whether new clause for inter PLMN mobility 

Discussion about the means that proxy context transfer between PLMNs

6.19 part not handled

	6.5.a 8.4 8.6 8.7
	S2-063145
	P-CR
	One-Tunnel - Various Issues
	
	
	
	Siemens
	OTS
	Agreed to add proposal for 6.5a.1 to the TR 

Proposal for 6.5a.3 noted as bi-casting is proposed

Rest not handled

	6.5b
	S2-062946
	P-CR 
	GGSN Proxy - Impacts on PS Handover
	
	
	
	Ericsson
	OPTUNNEL
	rev to S2-063252


	6.5b
	S2-063252
	P-CR 
	GGSN Proxy - Impacts on PS Handover
	
	
	
	Ericsson
	OPTUNNEL
	Open

this rev captures the alternative from 2946 and the 6.5b.3 solutions from Huawei 2755 and ZTE 2853 and a proposed conclusion/selection

Conclusion part will be drafted offline

	6.5b
	S2-062755
	P-CR
	GGSN Proxy: Impacts on PS Handover
	
	
	
	Huawei
	GPRS One Tunnel
	Noted

Proposal for 6.5b captured as one alternative in 3252

	6.5b
	S2-062863
	P-CR
	Impacts on PS handover In OTS
	
	
	
	ZTE
	OTS
	Noted

Discussion about whether and when the RNC starts forwarding data back at 3G to 2G PS handover

Proposal for 6.5b.1 captured as one alternative in 3251

Proposal for 6.5b.3 captured as one alternative in 3252

6.5b general part noted

	6.7 7.6
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	General updates on clause 6 and 7
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	OPTUNEL
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	OPTUNEL
	 

	8.7
	S2-062951
	P-CR 
	MBMS One Tunnel optimisation
	
	
	
	Ericsson
	OPTUNNEL
	 

	8.x
	S2-062778
	P-CR
	QoS issues in one tunnel
	
	
	
	China Mobile
	One tunnel
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	P-CR
	Considerations for future functions and evolution aspects
	
	
	
	Nokia
	OPTUNEL
	 

	n.a.
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	Miscellaneous OTS aspects
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	OPTUNNEL
	LATE_DOC: 


