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5.3.2
VCC UE

The VCC UE is a VCC capable User Equipment with an active VCC subscription. It is capable of operating voice over IMS. The VCC UE performs the following functions: -

-
Storage of domains selection policies for originating calls and domain transfer restrictions.

-
Selection of domain for originating calls based on domain selection policies.

-
Initiation of domain transfer procedures.

-
Store VDN/VDI for domain transfer execution
-
Allows the stored VDN/VDI values to be overridden.
	Next Modified Section


6.4
Domain Transfer

6.4.1
Domain Transfer Procedures

6.4.1.1
General
Domain Transfer procedures enable voice continuity between CS domain and IMS while maintaining an active voice session when using a VCC UE. All Domain Transfer procedures associated with a VCC subscriber call including initial and subsequent transfers are executed and controlled in the user's home IMS network by the DTF upon UE's request.

VDN and VDI are used during the execution of domain transfers.  Default values for both VDN and VDI are stored in the UE.  The default VDN and VDI are expected to be configured into the UE during initial provisioning.  Subsequently, the default VDN and VDI may be modified by the operator via an authorized and secured mechanism.  In CS coverage, the default VDN and VDI may be modified by means of OMA Device Management (DM).  In PS coverage, a variety of existing IMS mechanisms or OMA DM may be used without imposing additional changes to the IMS network.

The default VDN and VDI values may be overridden if a dynamic VDN, or dynamic VDI allocation system is implemented.

	End of modifications
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