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1. Introduction
The current text in section 4.5 for the usage of OMA SUPL to retrieve location information during IMS emergency call is misleading. In TS 23.167, IMS core can retrieve location information (as interim information) and OMA SUPL is allowed to use for that case, however, current text in TR 23.837 does not mention that. Only the use of OMA SUPL for location update procedure intiated by PSAP is allowed in the current text. 
2. Proposal

<<Begin Change>>

4.5 IMS emergency location information and LCS functions for IMS emergency call

Location information is needed for 2 main reasons in emergency services. The initial purpose of the location information is to enable the IMS network to determine which PSAP serves the area where the UE is currently located, so that the IMS network can route the emergency session to the correct PSAP. The second purpose is for the PSAP to get location information for the terminal during or after the emergency session
If the UE has location information available, the UE shall include the location information in the request to establish an emergency session. The location information may consist of network location information, that is the Location Identifier, and/or the Geographical location information. The UE using WLAN access may use identifier of the access node (e.g., the MAC address of the WLAN Access Point) or a location key as Location Identifier. The format of location information shall be specified in Stage 3.
Location determination by the UE is done per TS 23.167 [14].

NOTE:
The mechanism used by the UE to obtain location information from the I-WLAN IP-CAN is out of scope. One method that could be used is the mechanism defined by IEEE 802.11k Task Group for carrying location information (per RFC-3825) from one IEEE 802.11 station/AP to another IEEE 802.11 station/AP.
If the UE is unable to provide its own location, then the UE shall include an indication in the emergency SIP INVITE that its location is unknown.
The IMS core may query the LRF to obtain further location information or to validate the location information provided initially by the UE. The IMS network may also request from LRF the Geographical location information, in case the UE did not provide the Geographical location information. The retrieval procedure may be based on OMA SUPL. The IMS core routes the emergency request to the PSAP/Emergency Centre that corresponds to the current location of the UE. The IMS core may forward the SIP request containing the UE's location information to the PSAP/Emergency Centre. The location information can contain explicit location information and/or a reference key to allow the PSAP to retrieve location at a later stage.
If the PSAP/EC needs updated location information of the UE, the PSAP/EC may retrieve such information from the UE itself or from LRF. The retrieval procedure may be based on OMA SUPL. In SUPL version 1.0, the LRF may function as, or make use of, a Home SUPL Location Platform (H-SLP) or a Requesting SUPL Location Platform (R-SLP) if the UE is registered in the H-PLMN or in the V-PLMN, respectively. In SUPL 2.0, the LRF will function as, or make use of the so-called Emergency SUPL Location Platform (E-SLP) whether the UE is registered in the H-PLMN or in the V-PLMN.
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