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	An editor’s note indicates that the impact of providing Call Barring and Operator Determined Barring in IMS needs to be described in the case that the call is not anchored in IMS.
In addition the note indicates that avoidance of barring of Domain Transfer requests for subscribers with outgoing call barring needs to be described.

	
	

	Summary of change:
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	Text is added to indicate that if call barring is implemented in IMS only then barring cannot be applied to outgoing calls if those calls are not anchored in IMS. In addition a NOTE is added indicating that there are implementation options for avoiding the barring of Domain Transfers for subscribers with outgoing call barring.
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*** Start of first change ***
6.5.2.6
IMS: Call Barring (CB), CS: Call Barring (Operator Determined and Supplementary Service) 
Call Barring Supplementary Services and Operator Determined Barring may be provided in IMS. 
NOTE: In this case a call originated in CS that is not anchored in IMS will not be subject to call barring if call barring services are not provided in CS.
In accordance with existing procedures, if the VCC subscriber has Barring of all Outgoing Calls (BaOC) active in the CS domain, BAoC is invoked before CAMEL triggers are fired. This will result in a CS originated call not being established. This procedure also applies to the UE’s attempt to perform a Domain Transfer from IMS to the CS domain if the VCC subscriber has BAoC service active in the CS domain.

In accordance with existing procedures, if the VCC subscriber has International outgoing call barring (BoIC) active in the CS domain, BoIC is invoked on the IMRN or VDN. As a result the anchoring of calls established in the CS domain and Domain Transfers of calls established in IMS will be impacted if the IMRN or VDN is considered by the VMSC to be an international number. Further, the barred call may be permitted if the IMRN is considered by the VMSC to be a local number. 

*** End of first change ***
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