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Abstract of the contribution:

The paper provides more details about the MME – UPE function allocation
Introduction

The paper provides more details about the MME – UPE function allocation

Proposed modifications for TR 23.882

7.11.2
Solution for Key Issue - grouping of the functions
7.11.2.1
Allocation of evolved packet core functions to UPE, MME and Inter-AS Anchor

The below non-exhaustive lists present the allocation of evolved packet core functions to logical entities, for the purposes of comparing the grouping alternatives. This does not preclude solution alternatives that co-locate one or more of the logical entities. Depending on the deployment and roaming scenarios, some of these functions might be optional.

The UPE consists of the following functions:

-
Packet routing and forwarding;
-
Depending on solution: allocation of a local IP address from the UPE address space for use by mobility mechanisms;
-
FFS: Policy and Charging Enforcement Function (PCEF) based on TS 23.203 for roaming scenarios;
-
Depending on solution: Policy and Charging Enforcement Function (PCEF) based on TS 23.203 for route optimisation scenarios;
-
Depending on solution: Collection of Charging Information for online or offline charging systems for roaming with home routed traffic; The UPE generates CDRs and delivers CDRs to charging systems without passing MME
-
Depending on solution: Collection of Charging Information for online or offline charging systems when route optimisation is applied; The UPE generates CDRs and delivers CDRs to charging systems without passing MME
-
Ciphering termination for user plane traffic; 
-
IP Header compression;
-
Depending on solution: Lawful interception of user plane traffic; LI data are delivered without passing MME; LI control on UPE is independent from MME
-
Inter-eNodeB Mobility Anchor for user plane;
-
Depending on solution: inter-3GPP access system Mobility Anchor;
-
Trigger/initiation of paging when downlink data arrive for the UE in LTE_IDLE state. 


The MME consists of the following functions. In some architecture solution alternatives, these functions may be co-located with the UPE:

-
Management and storage of UE control plane context;
-
Mobility management;
-
Authentication, authorization (PLMN, TA) and key management;
-
Lawful interception of signaling;

-
The MME terminates and handles UE NAS signaling; NAS signaling is not relayed via UPE
-
Ciphering/integrity termination for UE NAS signaling; 
-
Management and allocation of temporary user identities;

-
Depending on solution: control plane function for inter-3GPP access system mobility.
The Inter-AS Anchor consists of the following functions. In some architecture solution alternatives, these functions may be co-located with the UPE:

-
Packet routing and forwarding;
-
Depending on solution: Authentication, authorization and key management, for mobility management signaling or for PDN access control;
-
Policy and Charging Enforcement Function (PCEF) based on TS 23.203;
-
Collection of Charging Information for online or offline charging systems; 
-
Generation of CDRs and delivery to charging systems
-
Mobility Anchor for mobility between 3GPP accesses and non 3GPP accesses;
-
Gateway functionality to PDN including IP address allocation from PDN address space;

-
Depending on solution: inter-3GPP access system Mobility Anchor.
-
Lawful interception of user plane traffic
7.11.2.2 Alternative 1
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