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1 Text Proposal for the TR
7.12.X Aggregate Maximum Bit Rate

Multiple SAE Bearers can share the same Aggregate Maximum Bit Rate (AMBR). That is, each of those SAE Bearers could potentially utilize the entire AMBR, e.g., when the other SAE Bearers do not carry any traffic. The AMBR is the ‘subscription MBR’ stored in HSS.

This section outlines the options for the scope of AMBR that will be considered. It is FFS which of the options will be chosen for SAE/LTE.

· Option 1
AMBR applies to all Non-GBR SAE Bearers of a UE. GBR SAE Bearers are outside the scope of AMBR.
· Option 2
AMBR can apply to only some Non-GBR SAE Bearers of a UE. Independent Non-GBR SAE Bearers can be established with an independent MBR (signaled as part of the SAE QoS profile <Label; GBR; MBR; ARP> on S1). GBR SAE Bearers are outside the scope of AMBR.
· Option 3
AMBR applies to all SAE Bearers (GBR and Non-GBR). 
· Option 4
AMBR can apply to only some SAE Bearers (GBR and Non-GBR). Independent SAE Bearers (GBR and Non-GBR) can be established with an independent MBR (signaled as part of the SAE QoS profile <Label; GBR; MBR; ARP> on S1). 
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