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	Existing text in clause 6.2.2.2 can be interpreted as mandating the use of ISUP information in order to complete the call during CS originations and only using the IMRN to determine the necessary information if the ISUP is not available.

This is not our understanding of what was intended and so the rewording below is proposed to clarify the functionality. 

	
	

	Summary of change:
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	Clause 6.2.2.2 updated to make it clear that the CSAF uses the IMRN to determine the necessary call information but if the ISUP information is available then it may be used instead.
Readability Changes are included in this CR.
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*** Start of first change ***
6.2.2.2
UE origination from CS domain using CAMEL

VCC UE originated voice calls are re-routed using CAMEL to the user's home IMS network for anchoring in IMS. The UE establishes the call using standard call origination procedures; CAMEL origination triggers at the VMSC then invoke signalling towards the VCC Application's gsmSCF. The gsmSCF instructs the VMSC to route the call towards the IMS or to continue with normal call origination procedures.

 In order to determine the necessary information to complete the call, the CSAF uses

-
either the IMRN; or

-
ISUP information (this includes calling party number, original called party number, redirection number and redirection information) which are mapped by the MGCF to SIP headers, if the network configuration can reliably convey the ISUP information.
Note: In order to determine the necessary information to complete the call, an interaction between the CSAF and CAMEL Service could be required. This interaction is outside the scope of this specification.

Figure 6.2.2.2-1 describes the initial session setup of Mobile Originated Call processing for a VCC user initiated call from CS domain.  CAMEL is used to redirect the call to IMS. Calls shall not be re-routed to the home IMS network if there is no means to translate the called party number (e.g., local number) into a routable format to the intended local destination.

*** End of first change ***
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