Page 1



3GPP TSG- SA WG2 Meeting #56 
(
S2-070083
Florence, Italy, 15 –19 January, 2007
	CR-Form-v9.2

	CHANGE REQUEST

	

	(

	23.167
	CR
	0053
	(

rev
	-
	(

Current version:
	7.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Rejection of non emergency request with EIMPU

	
	

	Source to WG:
(

	Huawei

	Source to TSG:
(

	TSG SA WG2

	
	

	Work item code:
(

	EMC1
	
	Date: (

	21/12/2006

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-7

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
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	As specified in 23.167, The Emergency Public User Identifier shall only be used for emergency services, P-CSCF shall reject the non emergency request with EIMPU originated from UE and S-CSCF may reject the request destined to EIMPU based on operator policy.

	
	

	Summary of change:
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	Add the text that P-CSCF reject the non emergency request with EIMPU originated from UE and S-CSCF may reject the request to EIMPU based on operator policy
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not approved:
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*** FIRSTCHANGE ***
6.2
IMS Functional entities

6.2.1
Proxy-CSCF
-
Handle registration requests with an emergency Public User Identifier like any other registration requests and forward the request to the IBCF or I-CSCF in the user's home network.

-
Detect an emergency session establishment request.

-
Reject/allow unmarked emergency requests.

-
Reject/allow anonymous emergency requests.

-
May query IP-CAN for location identifier.

-
Select an Emergency CSCF in the same network to handle the emergency session request. The selection method is not standardized in the present document.

-
Prioritize the emergency session.

-
Check the validity of the caller Tel URI if provided by the UE and shall provide the Tel URI in the session establishment request if it is aware about the Tel URI associated with the emergency Public User Identifier.
-
May response to the UE with an indication that "IMS emergency registration required" as a result of processing the emergency session establishment attempt.
-
Reject the non emergency request if it is initiated by UE using emergency public user identity.  
*** Second CHANGE ***
6.2.4 Serving -CSCF

-
Rejects the non emergency requests terminating to the emergency public user identifier based on operator policy.
NOTE:
The S-CSCF may be unable to distinguish whether the request terminating to the emergency public user identifier is an emergency session call back from PSAP or not. So it may depend on operator policy whether to restrict the EIMPU usage for terminating session. 
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