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	This CR proposes a resolution to the following open issue of VCC TS: 
Editor's note: 
In case user's Late Call Forwarding, Call Deflection or Explicit Communication Transfer Supplementary Services is invoked in the CS domain after anchoring in IMS, the DTF shall maintain the correct call state so that domain transfers for subsequent calls of the user are not rejected. It is for further study as to how the DTF maintains the correct call state.
In rel-7, domain transfers of multiple sessions are not possible. By mandating the UE to drop the held call/waiting call before requesting domain transfer of the active call/session, the DTF no longer needs to check if the UE is engaged in multiple sessions, that is, there is no need for the DTF to maintain the correct call state, it can simply accept and perform the DT on the latest session. See the accompanying discussion paper for more details.
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5.3.1.2.1
Domain Transfer Function (DTF)

The Domain Transfer Function (DTF) uses the ISC reference point towards the S-CSCF for execution of the Domain Transfer functions. The DTF performs the following functions:

-
Executes the transfer of the VCC UE access between the CS domain and IMS as requested by the VCC UE.

-
Insertion of 3rd Party Call Control (3pcc) upon call establishment to enable transfers between the CS domain and IMS.

-
Maintains Domain Transfer Policies.

-
Maintains information describing.

-
Maintains information describing the current domain being used by the VCC user's active session for use in subsequent domain selection.

-
Provides Domain Transfer specific charging data.

-
Preserves the information necessary to deliver Calling Line Identity for VCC UE voice sessions anchored in IMS.

-
Preserves the information necessary to deliver Connected Line Identity for VCC UE voice sessions anchored in  IMS.
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