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Introduction
This paper provides text related to supplementary service requirements for ICS for inclusion in Section 5.4.2 Supplementary Services of TR 23.982.
Proposal/Recommendation
The following text is proposed to be included in Section 5.4.2 Supplementary Services of TR 23.982 as architecture requirements related to supplementary services support for ICS
5.4.2
Supplementary services

*** Begin new text***

It should be possible to provide service control for ICS subscribers using an ICS UE or a non ICS UE as specified in Table 5.4.2-1- Minimum service set for ICS Subscribers.
Note: CS network upgrades are required for provision of some of these services for non ICS UEs.
Editor’s note: It is TBD on how (and whether it is feasible) for non-ICS UE to be served by IMS Serving Domain (e.g., in home and in roaming scenarios).
	Service Capability
	Serving Domain

	Supplementary Services

	Originating Identification Presentation (OIP)
	IMS

	Originating Identification Restriction (OIR)
	IMS

	Terminating Identification Presentation (TIP)
	IMS

	Terminating Identification Restriction (TIR)
	IMS

	Communication Diversion
	IMS

	Call Wait
	IMS

	Communication Hold
	IMS

	Communication Barring
	IMS

	Message Wait Indication (MWI)
	IMS

	Conference (CONF)
	IMS

	Explicit Communication Transfer (ECT)
	IMS

	

	 Service Continuity (Applicable to ICS UE capable of VCC)

	Basic Service Continuity
	IMS

	Service Continuity on non mid call services
	IMS

	Service Continuity with mid call services
	IMS

	 

	Other capabilities

	User configuration of Supplementary Services
	IMS


Table 5.4.2-1 Minimum service set for ICS Subscribers

*** End new text***
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