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	08
	SAE

	08.1
	Reports from SAE email discussions and Adhoc meetings

	08.2
	Overall architecture specifications
a. Introduction, Scope and Reference model for 23.401 and 23.402

b. Addition of additional agreements in 23.401 and 23.402 

	08.3
	MME pools and UPE pools

a. Overlapping pools or not

b. Relation between MME pools and UPE pools

c. Detection of pool changes by NBs to trigger  CN based handover

	08.4
	Inter CN node mobility (inter MME, inter UPE or MME/UPE – SGSN)

a. E-UTRAN identities (selected PLMN, target RAN-ID)

b. Registered identities (RA/TA, TMSI)

c. Data forwarding vs bicasting (separate for inter MME/UPE and Inter-RAT)

d. Security context transfer

e. Need for UPE TMSI 

	08.5
	MME and UPE separation/collocation

a. Dedicated Bearer establishment (Information Flows)

b. Service Request Procedure (Idle to active transition with user plane establishment, information flow)
c. Functional allocation between MME and UPE (derived from procedures or information flows above)

	08.6
	Mobility between 3GPP and non-3GPP accesses
a. Requirements wrt inter-system mobility
b. Comparison of host-based vs network based MM

c. Comparison of MM protocols

	08.7
	Route optimization and local breakout

	08.8
	Review SAE WP

	08.9
	General


Note: The agenda order does not imply any priority. Allocation of sub-items to timeslots tbd.

