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	In section 6.5.2.6 IMS Call Barring (CB), CS: Call Barring (Operator Determined and supplementary service) it is stated that BoIC (Barring of International Calls) may be invoked on the VDN. This is in contradiction to the domain transfer procedure (IMS to CS) as described in section 6.4.2.1. The result of the CAMEL processing is a DTF PSI, i.e. the VDN in section 6.5.2.6 needs to be replaced by the DTF PSI.

	
	

	Summary of change:
(

	VDN is replaced by DTF PSI in section 6.5.2.6

	
	

	Consequences if 
(

not approved:
	Inconsistencies within TS 23.206.

	
	

	Clauses affected:
(

	6.5.2.6

	
	

	
	Y
	N
	
	

	Other specs
(

	X
	
	 Other core specifications
(

	TS 24.206

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


	1st Modified Sections


6.5.2.6
IMS: Call Barring (CB), CS: Call Barring (Operator Determined and supplementary service) 

Call Barring Supplementary Services and Operator Determined Barring may be provided in IMS.

NOTE:
In this case a call originated in CS that is not anchored in IMS will not be subject to call barring if call barring services are not provided in CS.

In accordance with existing procedures, if the VCC subscriber has Barring of all Outgoing Calls (BaOC) active in the CS domain, BAoC is invoked before CAMEL triggers are executed.. This will result in a CS originated call not being established. This procedure also applies to the UE's attempt to perform a Domain Transfer from IMS to the CS domain if the VCC subscriber has BAoC service active in the CS domain.

In accordance with existing procedures, if the VCC subscriber has International outgoing call barring (BoIC) active in the CS domain, then BoIC is invoked on the IMRN or DTF PSI. As a result the anchoring of calls established in the CS domain and Domain Transfers of calls established in IMS are both impacted if the IMRN or DTF PSI is considered by the VMSC to be an international number. Further, a barred call may be permitted if the IMRN is considered by the VMSC to be a local number. 

	End of modifications
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