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	This CR provides clarification on how to provide VDN and VDI to the UE:

· Both the VDN and the VDI needs to be avaiable in the UE to request domain transfer.

· VCC Domain Transfer Number (VDN) is of fomat E.164 and is used by the UE to request the DTF to perfom Domain Transfer to the CS domain from the IMS.

· VCC Domain Transfer URI (VDI) is a SIP URI used by the UE to request the DTF to perfom Domain Transfer to the IMS from the CS domain.

This paper introduces OMA Device Management (DM) for provisioning of VDN and VDI to the UE.
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	· It is clarified that OMA Device Management (DM) is used for provisioning of VDN and VDI to the UE.
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	Stage 3 needs guidance regarding VDI and VDN provisioning to continue their work.
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5.3.2
VCC UE

The VCC UE is a VCC capable User Equipment with an active VCC subscription. It supports voice over both IMS and CS domains. The VCC UE performs the following functions: -

-
Stores and applies domain selection policies for both originating calls and Domain Transfers.

-
Selects which domain to use for originating calls; it does so based on domain selection policies.

-
Communicates the user preferences in order to indicate which domain is preferred for terminating calls.

-
Applies the received VCC operator policy prior to process VCC call request (e.g. Call origination, Domain Transfer request).

-
Stores VDN/VDI for domain transfer execution.

-
Allows the stored VDN/VDI values to be updated by OMA DM [19].
	End of modifications
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