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Introduction

This paper proposes some requirements to “General Domain Selection Function”. 
In the current draft of TR23.818, the functional requirements (or definition) are described in section 11.2 “Problem description”. It’s said that domain selection is a functionality required for subscribers that simultaneously exist in CS domain and IMS with the same MSISDN. However, it should be noticed that there are also requirements that subscribers can exist non-simultaneously in either CS domain or IMS with the same MSISDN. One possible service scenario is that a subscriber may carry his/her SIM/USIM card freely between two domains. This means he/she may sometimes access CS domain with SIM/USIM card in CS terminals, and then may sometimes access IMS domain with the same card in IMS terminals. Of course the same MSISDN is used.
So the two distinct requirements should be clarified explicitly. What’s more, they may lead to different solutions respectively. It should be flexible for the operator to choose the “asynchronous existing” or “simultaneous existing” requirement and corresponding solutions. A phase by phase working approach is suggested to take in the studying progress as the way taken in CSI WI. For example, phase1 can focus on asynchronous existing domain selection and phase 2 aims to the more complicated simultaneous existing domain selection.
Proposal
The following is proposed to be added into the TR23.818

------------------------------------------------------------------------------------------------------------------------------------------------

11.2 
Problem description

Domain selection is a functionality required for subscribers that have subscription both in CS domain and IMS, simultaneously and non-simultaneously exist in CS domain and IMS, with the same MSISDN or related public user identifiers. Domain Selection functionality is not required for pure CS-only and MMTel-only subscribers.
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