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5.x
Procedures for dynamic user allocation to the Application Servers
5.x.0
General

The complexity of operating a network increases with the number of supported subscribers, and one contributor will be the management of allocating subscribers to the application servers for the same set of services, where there is a requirement for a user to be assigned to an application servers longer than the duration of one session. This would occur when there is data which is to be retained together with the processing resources longer than a single session.

5.x.1
Representative AS
The Representative AS is the application server which allocates the user to the application servers and keeps the user allocation information and relevant data for the service during the duration of a session or longer than that. The incoming call for the service is received and forwarded to the allocated application server by the Representative AS.

The following points are considered as requirements for the dynamic user allocation procedures using the representative AS.

-
The representative AS for each service is the initial contact point for all signalling.  This can include ISC; and for example, Ut; and others signalling that may or may not be defined in 3GPP.

-
For the ISC, the representative AS is included in every message which opens a new dialogue.  It is not included after the initial transaction.
-
For example, when the AS is to be invoked by evaluating the iFC at the S-CSCF, the address in the iFC is the address of the Representative AS.
The following figure shows an example service deployment for three different services using the representative AS.
[image: image1.emf]AS1

Representative AS

AS2

AS3 AS4

Service 1

AS1

Representative AS

AS2

AS3 AS4

Service 2

AS1

Representative AS

AS2

AS3 AS4

Service 3

HSS

S-CSCF

UE

ISC

Sh:

(for storage of 

selected AS)

Ut

Cx


Figure 5.x: Dynamic User Allocation using Representative AS

5.x.2
Procedures related to Representative AS
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Figure 5.y: Bypassing Representative AS procedure

Procedure is as follows:

1.
The initial SIP INVITE request is sent to S‑CSCF to create a new dialog.
2.
The SIP INVITE request is forwarded to the Representative AS according to the service logic, e.g. iFC evaluation at the S-CSCF.

3. The Representative AS retrieves the user allocation information and forwards the SIP INVITE request to the AS #1 according to the allocation information. If there is no allocated AS, the Representative AS allocates one.

4.
The SIP INVITE request is forwared to the AS #1. Note that the Representative AS does not record-route itself.
5-7. The SIP INVITE request is processed and results in the 200 OK response.

8.
The subsequent SIP INVITE request in the same dialog is sent to the S-CSCF.

9.
The SIP INVITE request is forwarded directly to the AS #1 according to the Route information.

10-11. The SIP INVITE request is processed and results in the 200 OK response.
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