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1. Overall Description

SA2 thanks RAN3 for their reply LS on “Normative specification work for Direct Tunnel solution” (S2-070034/R3-061984).
SA2 has noted the RAN3 proposal to rename the cause value as “GTP Resources Unavailable” and has no objections for this change,  however SA2 decided not yet modify 23.060 because of the problem that was found in 25.413 CR0083r5  “Direct Tunnel Indication” (R3-062021). 
In SA2 understanding CR0083r5 allows RNC to reject RAB establishment if SGSN has included DTI flag. This is not what SA2 has specified. In SA2 view the RNC shall not reject RAB establishment because of DTI. 
SA2 has also discussed again on the need to have Direct Tunnel specific error handling in RNC. For the SGSN failure the 23.060  clause 13.8.2 currently specifies the following:
When the SGSN receives a GTP-U PDU from RNC for which no PDP context exists, the SGSN shall discard the GTP-U PDU and send a GTP error indication to the originating RNC. The RNC shall locally release the RAB.
It was suggested that RNC behavior in the above case could be changed to initiate RAB Release Procedure and not just locally release the RAB. If this change could be done then no Direct Tunnel specific error handling in RNC is needed as the RNC need not differentiate if SGSN or GGSN sent the error indication.

This would require change of existing functionality and SA2 was not yet able to decide if this could be done in Rel-7. 
2. Actions:
To 3GPP RAN3:

3GPP SA2 kindly asks RAN3 to take into account SA2 decision RNC shall not reject RAB establishment if SGSN has included DTI flag and ask RAN3 to modify the CR 0083 as necessary.

SA2 also ask RAN3 to study and provide feedback to SA2 if they see any technical problem to change Rel-7 specifications in such way that the RNC shall initiate RAB Release Procedure whenever it receives GTP-U error indication.
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