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Start of 1st modified section

5.2.2

Gx reference point

The Gx reference point resides between the PCEF and the PCRF.

The Gx reference point enables a PCRF to have dynamic control over the PCC behaviour at a PCEF.

Editor’s note:
The evolved Gx reference point shall allow for all Rel-6 Gx capabilities enabling the use of service data flow based charging rules.

Editor’s note:
In the PCC architecture the existing functionality from previous releases of the Go reference point is realized together with Gx reference point with a single protocol, using single message sequence to communicate both SBLP decisions and FBC decisions. Thus, the existing rel-6 Gx protocol shall be enhanced with the necessary information elements to fulfil also SBLP requirements as described in clause 4.3 of the present specification.

Editor’s note:
Rel-7 Gx shall evolve the charging rules defined in TS 23.125 [7] to support policy functionality (uplink and downlink).

The Gx reference point enables the signalling of PCC decision, which governs the PCC behaviour, and it supports the following functions:

-
Initialisation and maintenance of connection (IP-CAN session);

-
Request for PCC decision from PCEF to PCRF;

-
Provision of PCC decision from PCRF to PCEF;

-
Negotiation of IP-CAN bearer establishment mode (UE-only, UE/NW or NW-only);

-
Termination of connection (IP-CAN session).
A PCC decision consists of one or more PCC rule(s) and IP-CAN attributes. The information contained in a PCC rule is defined in clause 6.3.
End of 1st modified section

Start of 2nd modified section

6.2.1
Policy Control and Charging Rules Function (PCRF)

The PCRF encompasses policy control decision and flow based charging control functionalities.

Editor's note:
This functional entity encompass the harmonization of the PDF and CRF release 6 logical entities.

The PCRF provides network control regarding the service data flow detection, gating, QoS and flow based charging (except credit management) towards the PCEF.

The PCRF shall apply the security procedures, as required by the operator, before accepting service information from the AF.

The PCRF shall decide how a certain service data flow shall be treated in the PCEF, and ensure that the PCEF user plane traffic mapping and treatment is in accordance with the user's subscription profile.

The PCRF should for an IP-CAN session derive, from IP-CAN specific restrictions, operator policy and SPR data, the list of permitted QoS class identifiers and associated GBR and MBR limits for the IP-CAN session.

Editor's note:
For GPRS, it shall be possible to support policy control on a per PDP context basis.

The PCRF may check that the service information provided by the AF is consistent with both the operator defined policy rules and the related subscription information as received from the SPR during IP-CAN session establishment before storing the service information. The service information shall be used to derive the QoS for the service. The PCRF may reject the request received from the AF when the service information is not consistent with either the related subscription information or the operator defined policy rules and as a result the PCRF shall indicate that this service information is not covered by the subscription information or may indicate, in the response to the AF, the service information that can be accepted by the PCRF. In the absence of other policy control mechanisms outside the scope of PCC, it is recommended that the PCRF include this information in the response.

Editor's note:
For Go it was defined that the controller provides the authorized QoS to the PEP. In PCC it is FFS what the gain and benefits would be to change this concept such that the PCRF receives the requested QoS. Then the PCRF checks it against the authorized QoS and hence may downgrade the requested QoS from the PCEF when it exceeds the authorized QoS.

The PCRF authorizes QoS resources. The PCRF uses the service information received from the AF (e.g. SDP information or other available application information) and/or the subscription information received from the SPR to calculate the proper QoS authorization (QoS class identifier, bitrate). The PCRF may also take account the requested QoS received from the PCEF via Gx interface.

The PCRF may use the subscription information as basis for the policy and charging control decisions. The subscription information may apply for both session based and non-session based services.

Editors' note:
The subscription specific information for each service may contain e.g. max QoS class and max bit rate for each APN the subscriber has access permission to and a corresponding charging key.

If an AF requests the PCRF to report on the signalling path status, for the AF session, the PCRF shall, upon indication of loss of resources from the PCEF, for PCC rules corresponding to the signalling traffic notify the AF on changes to the signalling path status. The PCRF needs to have the knowledge of which PCC rules identify signalling traffic.
To support the different IP-CAN bearer establishment modes (UE-only, UE/NW or NW-only) the PCRF shall:
-
set the IP-CAN bearer establishment mode for the IP-CAN session based on operator configuration, network capabilities and UE preferred bearer establishment mode;

-
decide about whether a PCC rule belongs to a user or a network contolled service based on local configuration;

-
guarantee the precedence of PCC rules for network controlled services in the service data flow detection process at the PCEF by seting the PCC rule precedence information to appropriate values.
End of 2nd modified section

Start of 3rd modified section

6.2.2.1
General

The PCEF encompasses service data flow detection, policy enforcement and flow based charging functionalities.

Editor's note:
This functional entity encompass the harmonization of the PEP and TPF release 6 logical entities.

This functional entity is located at the Gateway (e.g. GGSN in the GPRS case, and PDG in the WLAN case). It provides service data flow detection, user plane traffic handling, triggering control plane session management (where the IP-CAN permits), QoS handling, and service data flow measurement as well as online and offline charging interactions.

A PCEF shall ensure that an IP packet, which is discarded at the PCEF as a result from policy enforcement or flow based charging, is neither reported for offline charging nor cause credit consumption for online charging.

NOTE:
For certain cases e.g. suspected fraud an operator shall be able to block the service data flow but still be able to account for any packets associated with any blocked service data flow.

The PCEF is enforcing the Policy Control as indicated by the PCRF in two different ways:

-
Gate enforcement. The PCEF shall allow a service data flow, which is subject to policy control, to pass through the PCEF if and only if the corresponding gate is open;

-
QoS enforcement:

-
PCC rule QoS enforcement. The PCEF shall enforce the authorized QoS of a service data flow according to the active PCC rule (e.g. to enforce uplink DSCP marking).

-
IP-CAN bearer QoS enforcement. The PCEF controls the QoS that is provided to a combined set of service data flows. The policy enforcement function ensures that the resources which can be used by an authorized set of service data flows are within the "authorized resources" specified via the Gx interface by "authorized QoS". The authorized QoS provides an upper bound on the resources that can be reserved (GBR) or allocated (MBR) for the IP-CAN bearer. The authorized QoS information is mapped by the PCEF to IP-CAN specific QoS attributes.

The PCEF is enforcing the charging control in the following way:

-
For a service data flow (defined by an active PCC rule) that is subject to charging control, the PCEF shall allow the service data flow to pass through the PCEF if and only if there is a corresponding active PCC rule with and, for online charging, the OCS has authorized credit for the charging key. The PCEF may let a service data flow pass through the PCEF during the course of the credit re-authorization procedure.

For a service data flow (defined by an active PCC rule) that is subject to both Policy Control and Charging Control, the PCEF shall allow the service data flow to pass through the PCEF if and only if the right conditions from both policy control and charging control happen. I.e. the corresponding gate is open and in case of online charging the OCS has authorized credit for its charging key. 
For a service data flow (defined by an active PCC rule) that is subject to policy control only and not charging control, the PCEF shall allow the service data flow to pass through the PCEF if and only if the conditions for policy control are met.

A PCEF may be served by one or more PCRF nodes. The PCEF shall contact the appropriate PCRF based on the packet data network (PDN) connected to, together with, a UE identity information (if available, and which may be IP-CAN specific). It shall be possible to ensure that the same PCRF is contacted for a specific UE irrespective of the IP-CAN used.

The PCEF shall, on request from the PCRF, modify a PCC rule, using the equivalent PCEF behaviour as the removal of the old and the installation of the new (modified) PCC rule. The PCEF shall modify a PCC rule as an atomic operation. The PCEF shall not modify a predefined PCC rule on request from the PCRF.

Editor's note:
It is FFS whether PCC rules need to be installed and activated as separate procedures.

The PCEF should support predefined PCC rules.

For online charging, the PCEF shall manage credit as defined in clause 6.1.3.

The operator may apply different PCC rules depending on different PLMN. The PCEF shall be able to provide identifier of serving network to the PCRF, which may be used by the PCRF in order to select the PCC rule to be applied.

The operator may configure whether Policy and Charging Control is to be applied based on different access point.

The PCEF shall gather and report IP-CAN bearer usage information according to clause 6.1.2.

At IP-CAN session establishment the PCEF shall initiate the IP-CAN Session Establishment procedure, as defined in clause 7.2. If no PCC rule was activated for the IP-CAN session the PCEF shall reject the IP-CAN session establishment.

If there is no PCC rule active for a successfully established IP-CAN session at any later point in time, e.g., through a PCRF initiated IP-CAN session modification, the PCEF shall initiate an IP-CAN session termination procedure, as defined in clause 7.3.2.

If there is no PCC rule active for a successfully established IP-CAN bearer at any later point in time, e.g., through a PCRF initiated IP-CAN session modification, the PCEF shall initiate an IP-CAN bearer termination procedure, as defined in clause 7.4.1.

If the IP-CAN session is modified, e.g. by changing the characteristics for an IP-CAN bearer, the PCEF shall first use the event trigger to determine whether to request the PCC rules for the modified IP-CAN session from the PCRF; afterwards, the PCEF shall use the re-authorisation triggers, if available, in order to determine whether to require re-authorisation for the PCC rules that were either unaffected or modified. If the PCEF receives an unsolicited update of the PCC rules from the PCRF (IP-CAN session modification, clause 7.4.2), the PCC rules shall be installed, modified or removed as indicated by the PCRF.

If network initiated procedures for IP-CAN bearer establishment apply this also includes provisioning the UE with uplink traffic mapping information. See Annex A and Annex D for details.

If another IP-CAN session is established by the same user, this is treated independently from the existing IP-CAN session.
To support the different IP-CAN bearer establishment modes (UE-only, UE/NW or NW-only) the PCEF shall:

-
forward the network capabilities and UE preferred bearer establishment mode to the PCRF; 
-
apply the IP-CAN bearer establishment mode for the IP-CAN session set by the PCRF.
During an IP-CAN session modification, the PCEF shall provide different information (belonging to the IP-CAN bearer established or modified) to the PCRF depending on the IP-CAN bearer establishment mode:
-
in UE-only bearer establishment mode, the PCEF shall send the full QoS and traffic mapping information;
-
in UE/NW bearer establishment mode, the PCEF shall send only the part of the QoS and traffic mapping information that belongs to the user controlled services, i.e. the PCEF needs to remove the part of the QoS and the traffic mapping information which belongs to the PCC rules that have been previously bound by the PCEF to this IP-CAN bearer;
-
in NW-only bearer establishment mode, the PCEF shall not send any QoS or traffic mapping information.
End of 3rd modified section

Start of 4th modified section

A.1.3.1.1
Binding mechanism

As explained in clause 6.1.1, the binding mechanism is performed in three different steps: session binding, PCC rule authorization and bearer binding.  Session binding has no GPRS specifics. For the GPRS case bearer binding is performed by:

-
PCRF, when the selected operation mode is UE-only, see [12], either due to PCRF decision or network/UE capability;

-
PCEF, when the selected operation mode is NW-only;

-
PCRF and PCEF (i.e. the PCRF performs the binding of the PCC rules for user controlled services while the PCEF performs the binding of the PCC rules for the network controlled services), when the selected operation mode is UE/NW.

In order to identify the candidate PDP context the bearer binding shall compare:

-
the PCC rule service data flow template with the TFT filters; and

-
the PCC rule QoS parameters with the PDP context QoS parameters.

The binding mechanism shall comply with the established traffic flow template (TFT) packet filters (for the whole IP-CAN session).

The bearer binding shall bind a PCC rule:

-
to a candidate PDP context with a matching QoS class;

-
to a candidate PDP context with a matching QoS class that, after modification of the bitrate, fulfils the PCC rule QoS demands;

-
to a new PDP context with a matching QoS class, if there is no suitable candidate PDP context present.
The bearer binding mechanism associates the PCC rule with the PDP context to carry the service data flow. The association shall:

-
cause the downlink part of the service data flow to be directed to the PDP context in the association, and

-
assume that the UE directs the uplink part of the service data flow to the PDP context in the association.

Thus, the detection of the uplink part of a service data flow shall be active on the PDP context, which the downlink packets of the same service data flow is directed to. The detection of the uplink part of the service data flow may be active, in parallel, on any number of additional PDP contexts.
End of 4th modified section
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