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	8
	SAE

	8.1
	Overall architecture – reduction of network implementation options
- Proposals how to reduce network implementation options 

	8.2
	MME separation
- Functional allocation 

- Information flows

	8.3
	QoS Concept and Architecture

- QoS granularity above RBs

- SAE bearer - SAE RB mapping

- Parameters and signalling on S1

	8.4
	Inter CN-node mobility, prioritize RAN dependencies

- E-UTRAN Identities
- Need for separate UPE TMSI

- Data forwarding / bicasting

- Security context transfer

	8.5
	Joint session with RAN2 and RAN3

A) Overall architecture – reduction of network implementation options (e.g. location of PDCP, etc…)

SA2 has been discussing proposals that aim at reducing network implementation options. This agenda item focuses on proposals that impact RAN2 and RAN3 (e.g. PDCP location). 

B) S1 aspects of MME separation

Take a decision on whether to separate MME, discuss and clarify RAN3 and SA2 impacts.

C) QoS aspects 

Discuss and clarify aspects that are on RAN2-SA2 borderline

D) MBMS

RAN2 and RAN3 to provide information to SA2 on the status of MBMS work.


	8.6
	Support of non-3GPP accesses
- Control and User Plane aspects
- Authentication and security aspects from overall architecture perspective
- Procedures on attach and handover
- Identities


	8.7
	Single Radio Voice Call Continuity
- Contributions expected to be addressed to the TR

	8.8
	Review SAE WP

	8.9
	General

	--------
	-------------------------------------------------------------------------------------------------------------------------------------------

	9
	One Tunnel

- CRs to finish 23.060 work


Draft timeplan for the week:

	
	Monday 
	Tuesday 
	Wednesday 
	Thursday 

	09.00

10.30
	Main stream: 

- Overall arch / PDCP (8.1)

In parallel:

- 
	Main stream: 

- QoS concept (8.3)

In parallel:

- One tunnel (9)
	Joint session with RAN2 and RAN3

(8.5)

	Main stream: 

- Revisions (8.1-8.7, 9)

In parallel:

-


	11.00

12.30
	Main stream: 

- Overall arch / PDCP (8.1)

In parallel:

-  
	Main stream: 

- Inter-CN node mobility (8.4)

In parallel:

- One tunnel (9)


	Joint session with RAN2 and RAN3

(8.5)

	Main stream: 

- Revisions (8.1-8.7, 9)

In parallel:

-

	14.00

15.30
	Main stream: 

- MME separation (8.2)

In parallel:

-
	Main stream: 

- Consolidate input to joint session (8.1 - 8.4)

In parallel:

- 
	Main stream: 

- SR VCC (8.7)

In parallel:

- One tunnel (9)
	Main stream: 

- Revisions (8.1-8.7, 9)

- SAE WP (8.8)

In parallel:

-

	16.00


	Main stream: 

- Support of non-3GPP accesses (8.6)

In parallel:

-
	Joint session with RAN2 and RAN3

(8.5)


	 Main stream: 

- Support of non-3GPP accesses (8.6)

In parallel:

- One tunnel (9)


	


