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1. Overall Description:

3GPP CT1 thanks 3GPP SA2 for their liaison statement on the support of PCC in release 7.

3GPP CT1 is aware of the existence of the PCC work item, and the related work in CT3 which 3GPP TS 24.229 will need to be revised to reference. 3GPP CT1 seek answers in regard to the following request from SA2:

"The use of the Authorization Token is not supported in PCC and shall be therefore removed from IMS specifications."

3GPP TS 24.229 essentially carries two existing requirements:

1. that the P-CSCF send any authorisation token received from the PDF to the UE

2. that the UE send any received authorisation token to the GGSN

Removal of these requirements raised a number of compatibility questions:

· Is it possible for release 6 PDFs to exist in a network that contains release 7 P-CSCFs. Presumably a release 6 PDF can still generate an authorisation token which it expects the P-CSCF to send to the UE so that it can receive it back in the PDP context request? If the requirement is that both P-CSCF and PDF should be of the same release, which specification should contain this requirement? Note that in 3GPP2, it is possible for connected PDF and P-CSCF to be in different networks, and for reasons of compatibility of the 3GPP and 3GPP2 specifications this should also be taken into account in any discussion.

· Is it possible for release 7 UEs to exist in a network with release 6 P-CSCFs and release 6 PDFs? If the answer is "no", where should the requirement be placed that the network entities should be upgraded to release 7 before deploying release 7 UE's on one's own network, or allowing release 7 UEs to roam into a visited network?

2. Actions:

To 3GPP SA2 group.

ACTION: 
CT1 asks 3GPP SA2 group to answer the questions above.

3. Date of Next CT1 Meetings:
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